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This article describes the specifications of the Apple QuickTake 100 Digita
Canera for M crosoft W ndows.

DI SCUSSI ON = = = = = = = = = = x = f ot o m ot o e e el

Qui ckTake 100 for W ndows | ncludes

e QuickTake 100 canera

« Battery charger

* Rechargeabl e Ni Cad batteries

» Serial Cable

e 9-to0-25 adapter

* Neck Strap

e QuickTake 100 for Wndows software disk

« 1MB of FLASH EEPROM stores up to 32 standard-resol ution i nages, 8
hi gh-resol uti on i mages or a conbi nati on of high and
standard-resol ution inmages

e Storage time: up to one year

Resol uti on

e 320 by 240 pixels (standard resol ution)
e 640 by 480 pixels (high resol ution)



Fi xed-f ocus | ens
Focus range: 4 feet to infinity

Field of view equivalent to a 50-mmlens on a 35-mm canera

Optical viewfinder
Aperture fromf2.8 to f16

Lens field of view 8 mm (equivalent to 50-mmlens on a 35-nmfilm

caner a)

Shutter speed: from1/30 to 1/175 of a second
Cycle tine: average 4 seconds
Sel f-timer: 10 seconds

Built-in Flash

Three nodes: Autonatic, On, or Of
Range 4 to 9 feet
Fl ash cycle tine: 7 seconds

I ncl udes three rechargeabl e AA Ni Cad batteries
Supports three 1.5 V AA, R6P, LR- 6, or SUM3 N Cad or
Battery recharger

Optional AC adapt er

I nterface

RS- 232C serial connection for Wndows

User Controls

lithiumbatteries

Shutter rel ease, resolution, flash, self-tiner, and Erase Al |nmages

LCD Di spl ay

Nunber of images that have been taken
Nunber of images renaining

Resol ution, flash, and self-tinmer settings
Erase Al |nmages

Battery | evel

Qui ckTake 1.0 Application

Di spl ay thunbnails of images

Sel ect, process, and view i mages

Rotate i mages by +/- 90 degrees

Crop, scale, and zoomin on inmages

Cut, copy, and pates inmges into other applications
Erase inages in canera



e Transformimages to 16 bit, 8 bit, and 1 bit
e Save pictures in PICT QuickTake, TIFF, BMP, PCX, or JPEG file formats

Not e:
If you are going to transfer images to a Maci ntosh system you need to save the
pictures in TIFF and PI CT QuickTake format.

Syst em Requi renent s

e An IBMor |BM Conpatible personal conputer with an 80386 or |ater
processor.

e Wndows 3.1 or later

« M5-DOS 3.3 or later

« 2 MB of avail able RAM

e a 3.5-inch, 1.44 MB floppy drive

e a hard drive with at | east 10 MB avail abl e

Physi cal Specifications

Depth: 6.1 in. (155 nm
Wdth: 5.3 in. (135 nm)
Height: 2.2 in (55 mm
Weight: 1 Ib. (0.5 kg)
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