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Maci nt osh Portable Data Interface: 18-pin dual-in-Iline connector

Pin Pi n Name Definition

1 / Modem Power System power status

2 Ground G ound

3 /| RTS Request to send

4 / DCD Data Carrier Detect

5 RxD Recei ve data

6 / CTS Clear to send

7 Modem sound Anal og sound out put

8 TxD Transnmit data

9 /Rl _EXT Ri ng i ndi cat or

10 -5 VvDC Power (swi tchabl e)

11 +5 VDC Power (unswi tched)

12 / DTR Data term nal ready

13 V1 Sound vol unme control bit (Least significant)
14 V3 Sound vol unme control bit (Mst significant)
15 V2 Sound vol unme control bit (Mddle significant)
16 / Modem | ns Modem i nstal | ed

17 / Modem Busy Modem busy

18 MS_Enabl e Modem sound enabl e

Data Access Arrangenent (DAA) Interface: M ni-DI N8 connector
Pin Definiton

1 Ri ng | ndicator to nmodem board

2 C ock for reading data from nodem board
3 Command 2 (Relay) from nodem board

4 Ground



5 Data Read (Country code) to nodem board

6 Command 1 (Relay or Data Enable) from nbdem board
7 + 5 VDC

8 Recei ve/ Transnit Anal og signal |ine

Shel | Chassi s ground

Article Change History:
23 Jun 1994 - Reviewed for technical accuracy, title changed to nore accurately
reflect content of article.
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