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Switch settings:

Switch SWw
1 2 3 4 5 6 7 8
Character Sets:
Engl i sh (US) Of Of Of
Italian On Of Of
Dani sh Of On Of
English (UK) Oh On Of
Cer man Of Of On
Swedi sh Oh Of On
French Of On On
Spani sh Oh On On
Page | ength:
66 lines (11 inch) Of
72 line (12 inch) On
Perforation skip
i nactive O f
active On
Character Pitch:
160 DPI (Proportional) Of Of
12 CPI Oh Of
17 CPI Of On
10 CPI On On
Auto linefeed after CR
Enabl e On
Di sabl e Of

Switch SW
1 2 3 4
Baud Rat e:
300 Of Of
1200 Oh Of

2400 Of On



9600 Oh On
Dat a Protocol

XON XOF On

DTR O f
Option card

Di sabl ed Of

(No option card)
Enabl ed On

KEY: Of = Open; On = C osed

WARNI NG DO NOT CHANGE DI P switches SW2-5 and SW2-6: they control

of the firing of the hamrer and are therefore preset at the factory.

Pi nout s:
Pi n No. Synbol Description
1 DTR Data Term nal Ready
2 DSR Data Set Ready
3 TxD- Transnit Dat a-
4 SG Si gnal Ground
5 RxD- Recei ve Dat a-
6 TxD+ Bal anced Transmt+
7 NC No Connecti on
8 Rx D+ Bal anced Receive+
Shield PG Protective G ound
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Direction
Qut put

I nput

Cut put

| nput
CQut put

I nput

the timng



