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This article docunents the pinouts and switch settings for the Apple Dai syWeel
Printer.
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Switch settings:

-->Front Panel

Type Pitch:
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Li ne Feed:

LF after CR
No LF after CR

Li nes per Inch:
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-->Rear Panel

Baud Rat e:

110
150
300
600
1200
2400
4800
9600

Handshake:
ETX/ ACK & DTR
XON XOFF
DI R

Setting:

No Mbdem
Modem

Parity:
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Sel ect Alternative
Character Sets:
ASClI | Standard of Of
USA WP On Of
Italian Of On
Swedi sh Oh On
Engl i sh (UK) Of Of
French On Of
Ger man Of On
Spani sh Oh On
Print:
Uni di recti onal
Bi di recti onal
Li ne feed:
Auto CR/LF
No auto CR/LF
Setting:
Hal f Dupl ex
Ful | Dupl ex
On Paper Qut:
St op
Don't Stop
1 2
Pi nout s:
(Order number A3MD027)
DB- 25
Connector Signal Nane
1...... Chassi s Ground
2 ... Transnmit Data (Tx)
3 ...... Recei ve Data (RX)
4 ...... Request to send (RTS)
5 ... Cl ear To Send (CTS)
6 ...... Dat a Set Ready (DSR)
7 ... Si gnal G ound
8 ...... Data Carrier Detect
20 ...... Data Term nal Ready
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