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I want to change the nanual -feed tinmeout on a LaserWiter IINT. | read the
Tech Info Library article "LaserWiter Timeout Specifications", which states
that this can be done and refers you to the "PostScript Language: Reference
Manual ". Because |'mno PostScript expert, | would |ike to get a PostScri pt
program that changes the manual -feed ti neout to 120 seconds.
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Changing the tineout is done with the "setdefaulttineouts" PostScript operator
Thi s operator establishes the default values, job, manual feed, and wait for
the three timeouts. At the beginning of each job, these values are used to
initialize the job, manual feed, and wait tineouts. Each paraneter nust be a
non- negati ve integer denoting the Iength of a timeout in seconds. The val ue of
0 indicates that the correspondi ng timeout should never occur. The default

val ues for job, manual feed, and wait are 0, 60, and 30, respectively. A

Post Script program |ike the one that follows, can be sent to the printer to
change tineout val ues:

serverdict begin O exitserver
statusdi ct begin

# # # setdefaul ttimeouts

end

where # # # should be replaced by the job, nmanual -feed, and wait-tineout val ues
in seconds. In your case, you want to change the manual -feed timeout to 120
seconds and keep the other values the sane. You third line should |ook Iike

t hi s:

0 120 30 setdefaul ttineouts

The Post Scri pt programthen can be downl oaded to the printer using a downl oad



utility, like Wdgets, that comes with the CE Software Di skTop Utility. For
nore details, search the Technical Info library under "CE Software, Inc.."
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