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Can you connect a Ms-DOS/ W ndows conputer to the RS-232 serial port
of a LaserWiter Select 3107

Al so, can you use both serial and parallel ports at the same tine?
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To answer the second question first: you CANNOT use the parallel and the
serial ports simultaneously. The LaserWiter Select 310 will get confused as
it polls both ports for data.

You may be able to connect an MsS-DOS or W ndows conputer to the RS-232 serial
port of the LaserWiter Select 310 and print docunents, but Apple does NOT
support this solution. Apple only supports connection to a M5-DOS or W ndows
conput er through the Centronics parallel connector

If you want to try to connect the Select 310 serial port to your
M5- DOS or W ndows conputer, we have included the pinouts below for the DB-25 to
DIN-8 cable (DTR/DSR protocol is enabled). You will also need a
conmuni cati ons programto send data to the printer at 57.6K baud.

Renenber that the LaserWiter Select 310 is a PostScript-only printer and does
not enul ate any other printers.

Cabl e Pinouts

25 8
PI N PI N Si gnal Descri ption /0



2 3 [/ TXD Transnit Serial Data
3 5 / RXD Recei ved Serial Data
6 2 DSR Data Set Ready

7 4,6 G\D Si gnal G ound

20 1 DTR Data Term nal Ready

The renmmi ning pins are not connect ed.
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