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VWhat is the purpose of the two position configuration switch | ocated on the
LaserWiter 16/ 600 PS?
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The configuration switch on the LaserWiter 16/ 600 PS printer provides
flexibility in configuring the Local Tal k, Ethernet, and Parallel ports. Wen the
switch is in the DOMNN position all of the ports are placed in a default
configurati on which cannot be nodified. Wien the switch is in the UP position
the printer uses the custom conmuni cati on settings that have been configured
using the Apple Printer Utility. Allowing both a customand a default switch
position insures that the user will always have conmunicati on access to the
printer even if the user nmakes nodifications in the custom node which prevents
conmuni cation with the printer.

In the default nmode (DOM) the comuni cation ports are configured as foll ows:
Communi cati on Port Mode
Local Tal k Port: Post Scri pt

Et hernet Port:

Et her Tal k: Post Scri pt
Net War e: Aut oSel ect
TCP/ 1 P: Aut 0Sel ect
Paral l el Port: Aut 0Sel ect
Speed: Fast

Pr ot ocol : Raw



In the custom node (UP) the communication ports can be configured as follows:

Conmuni cati on Port Mode

Local Tal k Port: Post Scri pt *

Et hernet Port:

Et her Tal k: Post Script*, Of

Net War e: Post Scri pt*, PCL5, AutoSelect, Of

TCP/ | P: Post Scri pt*, PCL5, AutoSelect, Of
Paral l el Port: Post Scri pt*, PCL5, AutoSel ect

Speed: Fast*, Conpatible

Pr ot ocol : Nor mal *, Raw, Binary, TBCP

Not e:
An asterisk '*' denotes the default values for the custom node.

For nore detailed informati on consult the LaserWiter 16/600 PS User's Cui de.
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