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Portable StyleWiter: Configurable DIP Switch Settings (3/95)

| need to get the dip switch settings for the Portable StyleWiter.
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The are 11 configurable DI P switches. Depending on the position of DI P swtches
10 and 11, the neaning of switches 6 to 10 change, so the following |ist

i ncl udes the val ues of these switches first. The rest of this article describes
t he remai ni ng options.

DIP Switches 10 and 11

SW 10 and 11 Sets Printer Modes SW 10 Sw 11
BJ-1Ce (I1BM Proprinter X24E (default)) OFF OFF
BJ- 10e (Canon BJ-130e) N OFF
LQ Epson LQ 510 _ ON

BJ10e Emul ati on Mbde

If the printer is in BJ-1Ce enulation node then the followi ng switch settings
are used.

Dip Function N OFF NOTES
1 Aut oSheet Feeder Enabl e Di sabl e A
2 Text Scal e Enabl e Di sabl e B
3 Aut omat i cl i nef eed CR=CR+LF CR=CR C
4 Page | ength 305 mm 279 mm D
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Eur opean character set.

is in LQ enulation node then the following switch settings are



5 Char acter set Set 2 Set 1

6\

7 >International character set (see the table follow ng the notes)
8 /

9 \ Font selection (see the Font Sel ection Tabl e bel ow)

I) Set this switch to ONif the optional Auto Sheet Feeder is used.

J) When this switch is ON, the printer reduces the Iine spacing by a factor of
29/ 30 (from 63 lines/page to 66 lines/page if |ine spacing is set to 1/6). If
you want to print on letter-size paper with 6 lines/inch |line spacing and 66

i nes/ page, set this switch to ON. This function is available only when line

spacing is 1/6 or 1/8.

K) When this switch is ON, the printer autonatically adds a |inefeed (LF)
code when it receives a carriage return (CR) code.

L) Wen this switch is OFF, the page length is 11 inches -—the appropriate
length for using letter-size paper. Wen this switch is ON, the page
length is 12 inches -—the appropriate length for using A4-size paper.

Swi tches 6-7-8 International Character Set Table

Character Set SW6 SW SV8
USA OFF OFF OFF
UK OFF OFF ON
Cer many OFF ON OFF
France OFF ON ON
Denmar k ON OFF OFF
Sweden ON OFF ON
Italy ON ON OFF
Spai n N N N

Font Sel ection Tabl e

If the application specifies use of a different font, then that font is used for
printing, and the font table settings are ignored.

Font SV SWLO

Roman OFF OFF

Sans Serif OFF ON

Draft N N A (See Note)

NOTE: Wien switch 9 is ON, the painter is always in econony node, regardl ess of
the status of the DIP switch 10.
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