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Appl e Ethernet LC & LC Twi sted-Pair Cards Specifications (1/94)

This article provides the specifications for the Apple Ethernet LC Card and
the Apple Ethernet LC Tw sted-Pair Card.
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Appl e Ethernet LC Card
Connect or
* Appl e Ethernet

Transmit/receive data rate
e 10-negabi t-per-second maxi rum data rate

Envi ronnental requirenents
e Operating tenperature: 50° to 104° F (10° to 40° QO
e Humidity: 20%to 95% noncondensi ng

Power di ssipation
* 4 Wor |ess

Et hernet controller
 National Seni conductor DP83932 -SON C

System requi renments
e One avail abl e Maci ntosh LC-conpati bl e processor-direct slot
* Appropriate Apple Ethernet cable system nedi a adapter

Appl e Ethernet LC Twi sted-Pair Card

Connect or
e Ethernet 10Base-T conpliant RJ-45 port



Transmit/receive data rate
e 10-negabi t-per-second maxi rum data rate

Envi ronnental requirenents
e Operating tenperature: 50° to 104° F (10° to 40° QO
e Humidity: 20%to 95% noncondensi ng

Power di ssipation
e Maximum 1.5, average 1 W

Et hernet controller
e National Sem conductor DP83934 -SONIC-T

System requi renments

e One avail abl e Maci ntosh LC-conpati bl e processor-direct slot
* Unshi el ded twi sted-pair cable

* | EEE 802. 3-conpati bl e 10Base-T hub

Copyri ght 1994, Apple Computer, Inc.

Tech Info Library Article Nunber: 14358



