Macintosh Performa 6300CD: Specifications (4/97)

Revi sed: 4/ 29/ 97
Security: Everyone

Maci nt osh Performa 6300CD: Specifications (4/97)

Article Created: 20 Septenber 1995
Article Reviewed/ Updated: 29 April 1997

This article provides technical specifications for the Mcintosh Perfornma
6300CD.
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Har dwar e

» Power PC 603e processor running at 100 MHz
e Integrated floating-point unit

e 40 MHz, 64-bit bus

« 256K Level 2 cache

« 32K internal cache

e Cones with 16MB of RAM (uses one SI MM socket)
 Can be expandable to 64MB of RAM using two 32MB SI Mvs
 Uses 72-pin, nonconposite, 80-nanosecond or faster DRAM SI Mvs

St or age
* Internal 1.2GB hard disk drive
 Internal Apple SuperDrive floppy disk drive
—Uses high-density, 1.4MB floppy disks
—Reads, writes, and formats Maci ntosh, Wndows, MsS-DOS, 0OS/2, and ProDOS
di sks
e Internal, quadruple-speed Appl eCD 600i CD-ROM drive



Moni tor (Apple Miltiple Scan 15 Di spl ay)

e 15-inch diagonal RGE color display (13.3-inch diagonal viewable inage
si ze)

e Up to 832- by 624-pixel resolution at a scan frequency of 75 Hz

0. 28-nmm dot pitch

* Meets the strictest international magnetic-field emnmi ssions requirements
( SWVEDAC MPR2)

Di spl ay Support

* Apple displays up to 15 inches through a 1MB DRAM vi deo buffer
(i ndependent of system RAM
e Wde range of VGA and SVGA di splays from ot her vendors

Col ors and Resol uti ons

Begi n_Tabl e

Resol uti on Max. Bit Depth Max. Nunber of Colors
640 x 480 16 32,768

800 x 600 8 256

832 x 624 8 256

End_Tabl e

I nterfaces

* Appl e Desktop Bus port for nouse, keyboard, and other devices
e Monitor port (also supports connection to an NTSC or PAL vi deo-out
i nterface box, such as the Apple Presentation System
 Serial port (RS-232/RS-422) for an Appl eTal k network connection, other
net wor ki ng or communi cati ons equi pnent, or a printer
* SCSI interface port for connecting as many as five external SCSI devices,
such as disk drives or CD-ROM drives
e LC processor-direct expansion sl ot
— Conpatible with nost Maci ntosh Performa 400 and 500 series; Perforna
630; Maci ntosh Quadra 605; and Macintosh LC 11, LC1IIl, LC 475, LC 550,
LC 575, and LC 630 processor-direct cards
—Can be used for an Apple MPEG Media System card or other specialized
card
e« Conmmuni cations slot for a 28.8-kbps fax/data/voice nodem (used by d obal
Vil l age nodem
* Video slot for optional Apple Video System
(NTSC, PAL, and SECAM vi deo i nput)
* Dedicated connector and infrared renote receiver for optional internal
Appl e TV/ Video System (provides TV tuner and video input)

e Stereo 16-bit sound



* Built-in speaker

e Sound-out put port

e Sound-input port (can be used to connect the Apple PlainTal k nmcrophone
i ncluded with the conputer)

 Front headphone jack and vol unme control

Communi cat i ons

e dobal Village 28.8-kbps fax/data/voice/ modem

e Built-in error correction and conpression (M\P4, V.42, NM\P5, V.42bis)

* Megaphone software lets users turn their Mcintosh Perforna 6300CD into a
speaker phone and digital answering Machine; included fax software all ows
users to send and receive fax conmunications

Keyboar d

* Provides adjustable keyboard sl ope

* Includes function keys, nuneric keypad, cursor arrow keys, and speci al
screen-editing keys

* Round shape fits contour of the pal mof the hand
o Large button allows easy clicking and draggi ng

El ectrical Requirenents

e Line voltage: 110 to 240 V AC, RMS5, single phase, nom na
e Frequency: 50 to 60 Hz
* Power: 55 W maxi mum

Moni t or

« Line voltage: 90-132, 198-260 V
e Frequency: 47-63 Hz

* Power: 90 W maxi mum

Si ze and Wi ght

» Height: 4.3 in. (10.95 cm
e Wdth: 12.6 in. (32.0 cm
e Depth: 16.5 in. (41.9 cn)
e Weight: 19 Ib. (8.6 kg)

Moni t or



e Height: 16.7 in. (42.4 cm
e Wdth: 15.9 in. (40.5 cm
e Depth: 17.8 in. (45.2 cnm
e Weight: 31.0 I'b. (14 kg)

Qperati ng Envi ronnent

e Operating tenperature: 50° to 104° F (10° to 40° Q)
e Storage tenperature: —-40° to 116° F (—-40° to 47° Q)
e Relative humdity: 5%to 95% noncondensing

e Maxi mum al titude: 10,000 ft. (3,048 nm

Moni t or

e Operating tenperature: 10 to 40 degrees C (50 to 104 degrees F)
e Storage tenperature: 0 to 60 degrees C (32 to 140 degrees F)

* Relative humdity: 20%to 95%

e Maxi mum al titude: 10,000 ft. (3000 m

Bundl ed Sof t war e

e Mac OS 7.5.1 software, including Apple Guide software for
step-by-step help with basic systemoperation, QuickTinme multinedia
software, and Maci ntosh PC Exchange software

Di sability Access

e CloseView software nmagnifies imge up to 16 tines

« Easy Access software for sequential conbination keys, and cursor control
fromthe nuneric keypad

* "Visual beep" replaces audible systemalerts

Pre-install ed software

« At Ease

e ClarisWrks

e The Anerican Heritage Dictionary
o ClickArt Performa Collection

* [Expresso

*+ Lode Runner

e MacGllery dip Art Treasure Pak
* MacLi nkPl us/ Easy Open Transl ators
e Mangia (special Perfornma edition)



e  Power Pete

e Quicken

e Virex

« \Weal t hBui | der
 The Witing Center
 Megaphone
 Megaphone Tour

e Adobe Acrobat

e dobal Fax

e dobal Fax Tour

CD-ROMtitles

e 1995 Grolier Multinedia Encycl opedi a

« TIME Al manac Reference Edition

e 3D Atl as

e The Family Doct or

* Smithsonian's Anerica

My First, Incredible, Amazing Dictionary
* Sesane Street Nunbers

e« Maki ng Music by Voyager

e Club KidSoft CD
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