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LaserWiter Il1g: PostScript Code For Changi ng Zones (6/94)

I amaware of the problemw th the LaserWiter I1g and zone problemthat was
resol ved by a ROM upgrade. |Is there a way to fix this problem using PostScri pt
code instead of replacing the ROW

DI SCUSSI ON = = = = = = = = = = x = f ot o m ot o e e el

The foll owi ng PostScript code changes the zone the LaserWiter Ilg is |ocated
in.

For 1.0 ROM:

currentfile statusdict begin product (LaserWiter 11g) eq

version (2010.113) eq and end not

{save exch 291 string readstring pop pop restore} if

/ ASClI | HexDecode filter /SystenPatch statusdict /emul ate get exec

85f 6ba98h8147bdb3c41f c154e390200521caba043f ebd65f 48e008d42590001cdOf 62e4c9
2b841c6c1c85660f 30002ba262234d72494f 203¢119951000000376b481858e01bf f 2db172
f 2ecf e000446e2f 3ddca7blf b2d27814e1c22e000598f 64cae7bb9897af b760a5d81ac0106>
serverdict begin O exitserver

(%t her Tal k% <</ Et her Tal kZone (Your ZoneCGoesHer e) >> set devpar ans

For 2.0 ROMs:

serverdict begin O exitserver
(%€t her Tal k% <</ Et her Tal kZone (Your ZoneCGoesHer e) >> set devpar ans

An alternative to sending the printer one of the above PostScript prograns is
to use the LaserWiter UWility, version 7.3 or later
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