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TOPIC -----------------------------------------------------------

How do I change the Ethernet zone my LaserWriter Select 360 is in when using
Apple's LaserWriter Bridge? When I use the LaserWriter Utility to change zones,
the configuration reads "LocalTalk", and if I use the Apple Printer Utility, the
configuration reads "Fixed Settings".

DISCUSSION ------------------------------------------------------

A LaserWriter Select 360 will appear in the same Ethernet zone as the computer
to which it is attached, in other words, only one zone can be assigned to a
LocalTalk device. The LaserWriter Bridge software will register LocalTalk
devices on the default zone of the EtherTalk segment the bridge device is
attached to.

To our knowledge, there is no "printer bridge" hardware or software which lets
you register a LocalTalk device on a different zone of an EtherTalk segment. If
you desire this level of functionality, you may wish to investigate obtaining a
router.

Apple's LaserWriter Bridge shipped with the LaserWriter Select 360 and
LaserWriter 4/600 PS printers. The LaserWriter Bridge is available on-line from
Apple's software updates locations with the Network Software Installer.

These articles can help you locate the software update mentioned here:

• "Where To Find Apple Software Updates" -- Lists online services for free Apple
software updates.

• "Obtaining Apple Product Support in the USA" -- Lists 800 numbers and online
services for software updates, Apple support information, and a subset of the
Apple Tech Info Library.
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