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I amusing a QuickTinme Conferencing Camera 100 with ny AV equi pped Maci nt osh
conputer. | amgetting an imge but it only appears in black and white. This
happens regardl ess of col or depth chosen in the Mnitors control panel.
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There are two common reasons why your QuickTi ne Conferencing Self View wi ndow
may be showi ng only in Black and Wite.

Monitor Size or Screen Resolution Sel ected

If your screen resolution is set higher than 832x624, your Self View imge will
appear on your nonitor and sent to other conference nmenbers in black and white.
Thi s happens regardl ess of how much VRAM you have because the VRAM cannot draw
that |arge of an inage and redraw a col or Sel f-View wi ndow qui ckly enough.

Lower your nonitor's screen resolution to 832x624 or lower in the Mnitors
control panel and your Self View inmage will appear and broadcast in color.

How the Canera is Connected to the Conputer

Three cables ship with the Qui ckTi me Conferencing Canera 100:

A. 1 Conbination cable, S-Video to DC Power and RCA jack
B. RCAto RCA
C. S-Video to DC Power

You nust use the appropriate cable for your conputer in order for the QuickTi ne
Conferencing Canera to work correctly.



The output fromthe QuickTine Conferencing Canera 100 is an NTSC conposite
signal, not an S-Video conponent signal. Wth the exception of the Power

Maci nt osh 7500 and 8500, AV equi pped Power Macintosh computers will accept a
conposite video signal through the S-Video port. The S-Video port al so provides
12-volt power to the QuickTi ne Conferencing Camera. For Power Macintosh AV
conputers other than the Power Maci ntosh 7500 and 8500, use cable A to connect
the S-Video connector to the conmputer's S-Video port and the RCA and DC Power
pigtail on the other end of the cable to the QuickTi ne Conferencing Canera.

The Power Maci ntosh 7500 and 8500 computers cannot receive a conposite video
signal in their S-Video connectors. Because of this, you need to connect cable B
fromthe RCA jack on the QuickTine Conferencing canera to the RCA jack on the
back of the Power Macintosh 7500 or 8500. If you use the S-Video port to deliver
the video to the conputer, you will see a black and white image. You al so need
to use cable Cto deliver power fromthe S Video port on the Power Macintosh
7500 or 8500 to the QuickTi me Conferencing camera.

I f you have a Macintosh Quadra or Centris 840 AV or 660 AV, there is no S-Video
port to supply power to the canmera. In addition to using cable B for video, you
will need to purchase a 12-volt, 1.9 Watt AC adaptor from your |ocal Apple

Deal er or an el ectronics store.
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Conmput er Cabl e Vi deo Si gnal Canera Power
Quadra/ Centris 660/ 840 AV B From Cabl e B Separ at e Power Adapt or
Power Maci ntosh 6100 AV A From Cable A From Cable A
Power Maci ntosh 7100 AV A From Cable A From Cable A
Power Maci ntosh 8100 AV A From Cable A From Cable A
Power Maci ntosh 7500 B & C From Cable B From Cable C
Power Maci nt osh 8500 B &C From Cable B From Cable C
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