Macintosh Centris 660AV & Quadra 840AV: External Pinouts (3/96)
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Maci nt osh Centris 660AV & Quadra 840AV: External

Article
Article

This article gives the pin assignments and functions on the external
on the Quadra 840AV and Centris 660AV.
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Si gnal Description

Request
Message

| nput / Qut put
SCSI bus reset
Acknowl edge
Busy

Ground

Data bit O

G ound
Data bit
Data bit
Data bit
Data bit
G ound
Command/ Dat a
G ound
Attention
Ground

Sel ect

Data parity
Data bit 1
Data bit 2
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Pi nouts (3/96)

connectors



23 Data bit 4
24 G ound
25 Ter m nat or power

Et her net port

Pin Si gnal Nane Si gnal Description

1 FN Pwr Power (+12V @2.1Wor +5V @1.9W
2 Dl -A Data In circuit A

3 Dl -B Data In circuit B

4 VCC Vol t age Conmon

5 Cl-A Control In circuit A

6 Cl-B Control In circuit B

7 +5V +5 volts (from host)

8 +5V Secondary +5 volts (from host)

9 DO A Data Qut circuit A

10 DO B Data Qut circuit B

11 VCC Secondary Vol tage Conmon

12 NC Reser ved

13 NC Reserved

14 FN Pwr Secondary +12V @2.1Wor +5V @1.9W
Shel | Protective Gnud Protective G ound

Vi deo out Port

Pin Si gnal Description

Red Vi deo Ground
Red Vi deo
Conposite Sync.
Monitor ID, Bit 1
G een Video

Green Video G ound
Monitor ID, Bit 2
No Connecti on

Bl ue Vi deo

Monitor ID, Bit 3
CSYNC and VSYNC G ound
Vertical Sync.

Bl ue Ground

HSYNC Ground

Hori zontal Sync.
Shel | Chassis Ground
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Serial Ports (Printer and nodem GeoPort)

Printer Port



Modent GeoPor t

Pin Si gnal Description

Handshake Qutput DIR
Handshake | nput CTS
Transmit Data (inverted)
G ound

Recei ve Data (inverted)
Transnmt Data

No Connection

Recei ve Data

+5 Vol ts DC (CeoPort only)
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ADB port
4 3
2 1
Pin Si gnal Description
1 ADB Dat a
2 No Connection - reserved
3 +5 volts
4 Ground

Sound out port

Pin Si gnal Description

Sl eeve G ound

Ri ng Right .75 volt peak-to-peak audi o signal
Ri ng Left .75 volt peak-to-peak audi o signal

M cr ophone port

ri ght channel

| eft

channel



Pi n Si gnal Description
Sl eeve G ound

Ri ng +8 volts
Tip | nput

Article Change History:
05 Mar 1996 - Made minor changes to Ethernet pinouts.
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