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VWhat is the line screen (lpi) capability of the Color LaserWiter 12/600 PS? Can
you change it with prograns that can edit the |inescreen?

DI SCUSSI ON = = = = = = = = = = x = f ot o m ot o e e el

The default line screen, on the Color LaserWiter 12/600 PS and the Col or
LaserWiter 12/660 PS printers, is 200 Ipi. At that line screen, the printer can
i mge "122 |l evels of gray." However, Col or Photograde changes the |ine screen
based on the type of image and actually gives you nore levels of gray (or color
to be nore precise) and nuch better image quality through Apple's proprietary

t echnol ogy.

Lighter areas of a file are imaged at a lower line screen (141 |pi) which
produce nore shades of color, but have a | ower image resolution. Darker areas
are imaged at a higher Iine screen which produces fewer shades of color but a
hi gher resol ution.

The Iine screen angle (the angle at which the actual dots are placed) is also
changed to try and mnimze an effect called "white dropout " which comes up
with very light colors and the "white gap" effect that comes up wth darker
color plates next to each other.

This is done when the inmage is processed by the ROM of the printer. Afile is
separated into four color plates and anal yzed for inmage quality. The |line screen
and angl e change so that |ighter areas are printed with some col or visible,
since our eye can see color at |ow percentages but can not see the actual edges
of the colored objects. In darker areas, our eyes can see the edges of objects
very well, but have trouble seeing the differences between darker shades of

col or.

Al t hough the Septenber 1995 "MacUser" article infers that you can change the



I ine screens, Col or Photograde overrides any of these settings to produce it's
patterns. You nmay be able to incorporate a line screen into the actual file when
you scan it or edit it.

For more information on I pi and dpi see "Printing D fferences: Lines Per Inch
and Dots Per Inch" and "Apple LaserWiters: Screen Frequency and Gray Levels."
Article Change History:

31 Jan 1997 - Added Col or LaserWiter 12/660 PS to article.

Copyri ght 1995-97, Apple Computer, Inc.

Tech Info Library Article Number: 18451



