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This article provides information on using TCP/ Connect Il for Wndows with the
DOS Conpatibility Card for the Power Macintosh.
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I ntroducti on

Thi s docunent assunmes a worki ng knowl edge of DOS and W ndows. This document will
focus on aspects of network software installation that deviates from nornma
DOS/ W ndows i nstallations. This docunent is not a substitute for and shoul d be
used in conjunction with product docunentation

Si nul t aneous Maci nt osh and DOS net wor ki ng

Your Power Macintosh 6100 DOS Conpati bl e can have simultaneously active
connections in both environnents, provided different networking prtocols are
used. You cannot have two identical protocols running in both environments. If

i dentical protocol support in both environments is needed, the only solution at
this time is to encapsul ate one protocol inside a different protocol, referred
to as "tunneling". For exanple, there are various options to have TCP/IP active
on both the Macintosh and the DOS side; They all require sone formof gateway to
either route I P encapsulated in AppleTalk, or IP encapsulated in IPX One
solution is to set MacTCP for EtherTal k and put an Apple I P Gateway on the

net wor k.

DOS networ ki ng and Menory



If you will be using the Power Macintosh 6100 DOS Conpati bl e networ ki ng
functions, it is recomended that you maxi m ze conventional menory by renopving
unecessary device drivers and TSRs. Also, |oad the remaining device drivers and
TSRs high if possible. Wndows for Wbrkgroups 3.11 requires greater than 540K of
conventional menory for it's Browser to function properly.

W ndows for Workgroups: Installation considerations

If you will be installing Wndows for Workgroups 3.11, the Novell Netware
client, AND TCP/IP support, install the NetWare client first, Wndows for
Wor kgroups 3. 11 second, and the I P stack third.

ODI to NDIS transl ation issues

Novel | provides an ODI to NDIS translator called "ODI NSUP. COM', which is copied
to the sane directory as the client software. This allows ODl drivers to be
used in an NDI'S environnent. When using ODI NSUP. COM you mnust specify an
interrupt in the NET.CFG file. Use the statemnent:

INT 6

in the Link Driver section of the NET.CFG file. Failure to do this results in
the follow ng error nmessage:

"ERROR: "First Mac ODI M.ID does not conformto the latest ODI M.ID
specification. Call adapter manufacturer and request a newer M.ID that
preserves the PIC nask bit."

For a conpl ete di scussion of ODI NSUP. COM and configuration information for it,
pl ease contact Novell .

W ndows for Workgroups 3.11

If Wndows for Workgroups 3.11 is to be installed, it is recommended that you
becone fanmiliar with the protocol.ini file, which Wndows for Wrkgroups 3.11
uses for setting up the networking environnment. Wthout the proper entries in
this file, Wndows for Workgroups 3.11 networking will not function properly.
The installer for Wndows for Wrkgroups 3.11 does NOT nodify the PROTOCOL. | NI
or NET.CFG file correctly, which neans they nust be manually edited. A suggested
resource is the Wndows for Wirkgroups 3.1 Resource Kit, available from

M crosoft.



MACODI . COM i s | ocated on the DOS Conpatibility Card Installer Disk for DOS
Envi ronnent .

It is inmportant to note that the Power Macintosh 6100 DOS Conpati bl e does not
requi re any special settings where networking is concerned. The DOCS side
functions as would any DOS machi ne using ODI drivers. The only speci al

consi deration is to be sure the sane protocols are not running in both
environnents unless tunneling is used.

Bi ndi ng TCP/I P protocols in NET.CFG

For any TCP/IP setup, you MJUST bind IP and ARP in the NET.CFG file. The only
not abl e exception to this that we know of is FTP Software's PC/TCP. If the IP
prot ocol stack you use requires RARP, you MJST bind this also. The entries that
bind 1P, ARP, and RARP wi |l ALWAYS be the sane, unless you are binding to a
franme type other than Ethernet |1, which is unlikely. This is the standard IP
ARP, and RARP listing that MJUST be in the NET.CFG file for |P support:

Li nk Driver MACOD

Frame Ethernet |1

Protocol | P 800 Ethernet 11
Protocol ARP 806 Ethernet _II
Prot ocol RARP 8035 Et hernet_I|

As a general rule, do not add PORT or INT statenments to the NET.CFG file. QD
drivers do not necessarily require them and MACODI does not use interrupts. If
usi ng odi nsup.com for NDI S conpatibility, set the INT value to 6.

Exanpl e Installation and Settings Files

The followi ng are some exanpl es of networking configurations on the Power
Maci nt osh 6100 DOS Conpati ble. Note that for all of these installations, Novel
Net ware was | oaded. Also note that defaults were selected in all of these
scenarios, which may not be valid for your environnent. These are included as
exanples only. In sone situations, the installer nay not respond as outlined due
to differences in files |oaded into nmenory at the tinme of the installation. If
that occurs, proceed per the software's docunmentation for using the software
with ODI drivers. For the sake of brevity, only portions of files specific to
the discussion will be listed. For further help in setting up the various
net wor ki ng envi ronnents, please contact the vendor of your network operating
system

I nt er Con TCP/ Connect |l for W ndows

You nmust have successfully installed the NetWare client software and W ndows
before performng this step. "Successfully" neans you are able to connect to a
Net Ware server and you are able to run Wndows. Wndows comes preinstalled on



t he Power Maci ntosh 6100 DOS Conpatible. If you are not able to connect to a
Net War e server, check your files against those |isted above. Make sure all of
the prograns needed (called) are in the proper location. A so, nake sure you
don't have networking software | oaded on the Maci ntosh that woul d cause a
conflict, such as Macl PX. Once you have successfully connected to a server,
follow these steps to load InterCon's TCP/ Connect Il for Wndows. Again, only
the steps that deviate fromstandard installations will be thoroughly outlined.
Pl ease note that for this installation, Wndows for Wrkgroups 3.11 was

i nstall ed.

Bef ore beginning the installation, you will need to have the follow ng
i nformation:

| P ADDRESS:

SUB- NET MASK:

DEFAULT ROUTER | P ADDRESS:
DOVAI N NAME:

DOMAI N NAVE SERVER | P ADDRESS:
(If DNS services will be used)

Foll ow the directions in InterCon's docunmentation for installing the software.
The installer is self-explanatory, as is the settings it asks you for. There is
not hi ng Power Maci ntosh 6100 DOS Conpati ble specific in the installation of this
software. The Power Maci ntosh 6100 DOS Conpati ble uses ODI drivers, so that is

t he choi ce when pronpted for the type of driver.

Listed belowis the NET.CFG file for TCP/ Connect support. Notice that IPXis
al so | oaded, set for 802.2 frane type. Only networking specific entries are
listed in the AUTOEXEC.  BAT. Note the Wndows for Workgroups 3.11 entries in the
AUTOEXEC. BAT are not |listed, as they aren't nodified by the InterCon installer.

Li nk Driver MACODI

Franme Ethernet 802. 2

Frane Ethernet_802.3

Frame Et hernet SNAP

Frame Ethernet |1

PROTOCCL | PX EO ETHERNET_802. 2
PROTOCCL | P 800 ETHERNET I |
PROTOCOL ARP 806 ETHERNET | |



PROTOCCL RARP 8035 ETHERNET_I |

LI NK SUPPORT
Buffers 8 1600
MenmPool 4095

AUTOEXEC. BAT
C:\NWCLI ENT\ LSL. COM

C: \ NV\CLI ENT\ MACCODI . COM

C: \ NWCLI ENT\ | PXODI . COM

C: \ TCPCONN CDI PKT. COM 3 107

For further help with installing InterCon TCP/ Connect Il for Wndows,
pl ease call InterCon

Description of Files

Li nk support layer driver. Supplied by Novell client software

C: \ NWCLI ENT\ MACODI . COM

Network interface card driver. Supplied by Apple.

C: \NWCLI ENT\ | PXCODI . COM

| PX Protocol stack |ayer. Supplied by Novell client software

C: \ TCPCONN\ DI PKT. COM 3 107

ODI Packet driver. The first nunmber selects the frane type fromthe entries in
the net.cfg file. The first frame listed in the net.cfg is considered 0. Since
we are using Ethernet _Il, and it is the last of 4 frame types specified in the
net.cfg file, this nunber is 3 in this exanple. The second nunber is the "line
nunber” and shoul d al ways be set to 107 for Ethernet. Supplied by I|InterCon
sof t war e
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