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This article describes enhancenents in the Macintosh Cassic I, as
conpared to the Maci ntosh O assic.
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Processor
The Macintosh Classic Il uses a 68030, 16 MHz CPU, while the NMacintosh
Cl assic has a 68000, 8MHz CPU.

RAM

The Classic Il comes with 2 MB of RAM and two standard 32-pin SI MM sockets
to add RAM configurations of 2, 4, 6 or 10 negabytes using standard SI MV
nodul es with 100ns or better access time. The Maci ntosh Cl assic can have a
maxi mum of 4 MB of RAM

ROM

The Macintosh Classic Il ROMis a nodified version of the Macintosh

LC ROM that supports virtual menory and 512 pixels x 342 pixels x 1 bit
video. It comes with a 512K ROM expandable to 4 MB using the on-board
FPU ROM connect or.

Anal og Board

These are the changes nade to the Macintosh C assic anal og board for use in
the Maci ntosh Cassic I1:

- The width adjust coil replaced by a potentioneter.



- A new |lowradiation flyback transforner added.

O her Differences

The Maci ntosh Classic Il cones with a mcrophone for sound input.

The Maci ntosh Classic Il has a connector on the logic board that allows you
to add a floating-point coprocessor, available fromthird parti es.

The Macintosh Classic Il has a nonitor yoke with opposi ng w ndi ngs
(cancellation coils). It requires systemsoftware version 7.0.1, and cones

in configurations of 2 MB RAMwith a 40 MB hard disk, or 4 MB of RAMw th an
80 MB hard disk.
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