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Article Created: 14 January 1986
Article Reviewed/ Updated: 19 June 1992

This article contains video screen specifications for the Macintosh 128K
and Maci ntosh 512K
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I. Power:

A. Input: 115 VAC plus or mnus 5% (105V to 125V AC, RMB), 50/60 Hz
(frequency independent)

B. Consunpti on:
1. 30 Watts under normal view ng conditions
2. 60Wi ncl udi ng Vi deo
1. Video:
A. Bandwi dth: 18 Mz
B. Resolution: 512 by 342 pixels
C. Linearity: 800 TV lines at corners
D. Display capability:
1. Bit-nmapped
2. Depends upon application, font, and font size
a. 105 columms by 27 rows in MacWite 4.5 using Courier font

at 9 points

E. CRT size: 9 inch diagonal



Copyri ght

Phosphor: P4 (Al um ni zed)

Display rate: 60.15 Hz

Ant i

-glare treatnent

Ext ernal physical di nensions:
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1986,

Wdth: 9.7 inches

Hei ght: 13.5 inches

Depth: 10.9 inches

Weight: 16 pounds 8 ounces (including CRT)

physi cal di nensi ons:

Hei ght: 4.61 plus or mnus 0.225 inches (plus or mnus 11 mm
Wdth: 6.72 plus or mnus 0.155 inches (plus or m nus 8 nm
In production, the dinensions deviate fromideal at a maxinmm
of 5% Just as with any other CRT, operating tenperatures
will cause the inage to shrink along the vertical axis. This
deviation is probably not |arge enough to warrant adjustnent
of the screen.
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