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LaserWiter: Using it with an IBM PC XT and M crosoft Wrd 2.0

This article last reviewed: 1 July 1985
This configuration does NOT support Diablo 630 Enul ation on the LaserWiter;
to use the IBMPC XT with the LaserWiter, search this database for
" SUPERSPOCL" .
. IBMPC XT
1. Menory: 256K
2. Serial Interface: RS-232

3. Disk: DOS Version 2.1 or a further revision

A DCS 2.1
B. DOS file: MODE. COM

4. Disk: Mcrosoft Wrd Utilities

A. File: MSSETUP. PS
B. File: APPLASER PRD

5. Disk: Mcrosoft Wrd Version 2.00 (for |1BM

A. Copy onto this disk the file "APPLASER PRD' fromthe M crosoft
Wrd Uilities D sk.

6. File: Boot file
A. This file nust be on either of two disks:
1. On the programdi sk for Mcrosoft Wrd Version 2.00 for |BM
Copy onto this disk the file "MSSETUP. PS" fromthe M crosoft

Word Uilities disk and the file "MODE. COM' from the DGCS
di sk.



or

2. On a separate "boot" disk to precede the Mcrosoft Wrd
program di sk. To create this separate boot disk, either
a. Make a duplicate disk of DOS 2.1 and copy onto this
duplicate disk the file "MODE. COM' from DCOS and the file
"MSSETUP. PS" fromthe Mcrosoft Wrd Uilities disk.
or b. Format a disk by issuing the command "/S" and copy onto
this disk DOS 2.1, the file "MODE. COM' from DCS, and the
file "MSSETUP. PS" fromthe Mcrosoft Wrd Utilities
di sk.

C. Load drive A of the IBMPC XT with the programdisk from step
4. A.1 or boot disk fromstep 4.A. 1.a or 4. A 1.b.

D. Power on the | BM
E. Type the following lines. They will be the boot file. The lines
are:
copy con aut oexec. bat.
node cont: 9600, n, 8,1
copy mssetup. ps conti:
F. Hold down the Control Key and type "Z". Then touch the Return
key. This closes the boot file "autoexec.bat" and copies it to
the diskette in drive A
Il. The Connection
1. Turn off the Laserwriter.
2. DI Sconnect Appl eTal k.

3. CGet a standard 25-pin RS-232 cable and a nodem el i mi nator cabl e.

4. Connect the standard RS-232 cable to the | BM PC XT conmuni cati on
port 1.

5. Connect the nbpdemelimnator cable to the free end of the RS-232
cabl e.

6. Connect the the free end of the nodemelimnator cable to the 25-pin
connector on the Laserwiter.

7. If the IBMPCis on, power it off. Then turn it back on. This power
of f and on is necessary when the comuni cation port is being used.

I1l. Laserwiter
1. Set the Mbde Switch on the Laserwiter to 9600.

IV. Initializing the Laserwiter and I1BM PC XT for operating Mcrosoft Wrd



1. Turn on the LaserWiter; it will print a page at start up as a test
docunent .

2. Insert the disk with the boot file in drive A of the | BM PC XT.
3. Boot the IBM PC XT
4. The LaserWiter will print "Ready for Mcrosoft Wrd Qutput”.
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