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Anchor Vol ksnodem 12 nodem Using it with all Apples

Modem t ype:
AT&T 103/ 212A series; 1200, 0-300 bps.

I nstruction set used:
Limted HAYES Conpatible with only the SO through S5 register functions
support ed.

Har dwar e confi gurati on:
Two LEDs on the nodenmis front indicate HS (high-speed, 1200 bits/sec) and CD
(carrier detect) functions. Modemruns off of +12V plug in power supply.
Built-in speaker is used to nonitor operation and di agnosti cs.

Sof tware configuration:

M croprocessor-controlled intelligent nodemw th auto-dial and auto-answer
functions.

Interface type:
RS- 232 signal interface with unique five pin DIN connector; full duplex
operation. Special Anchor Vol kscabl e cables all ow connection to all Apple
conput ers.

Modem i nt erface packages, by conputer:

Apple Ile (Super Serial card):
Access |l or other term nal software; Anchor cable type A-12 for hardware
connecti on.

Apple Ilc:
Access ||l or other ternminal software; Anchor cable type H for hardware
connecti on.

Apple 111:
Access |l or other term nal software; Anchor cable type A-12 for hardware
connecti on.

Maci nt osh:



MacTerm or other terminal software; Anchor cable type G for hardware
connecti on.

Maci nt osh XL:
MacTerm or other term nal software; Anchor cable type A-12 for hardware

connecti on.
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