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How do | connect a LaserWiter to nmy Maci ntosh XL?
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The Maci ntosh XL has AppleTalk built into the ROM so you can print to the
LaserWiter as you would froma Macintosh 512k. You need a DB-25 Local Tal k
cable to connect to the Macintosh XL's serial port.

Once you have the cabling connected between the Maci ntosh XL and the
LaserWiter, nmake sure the LaserWiters node switch is set for "AppleTal k", use
the Control Panel to make Appl eTal k active, and then use Chooser to select the
LaserWiter.

Here are the pinouts needed to nake an adapter from a Maci ntosh Appl eTal k
Connection Module (DB-9) to a Maci ntosh XL connector (DB-25).

Maci nt osh Maci nt osh XL Si gnal
DB-9 Fenal e DB- 25 Mal e Mnenoni ¢
8 19 RXD+
4 20 TXD+
9 3 RXD-
5 2 TXD-
SHI ELD SHI ELD G\D

A word of caution is necessary. Because there are signal |osses in cables

| onger than 18 inches, the AppleTal k Connection Mdul e cable is supposed to be
no | onger than 18 inches, and the nodul es are constructed with an 18-inch cable
already on them There is a risk in connecting an adapter fromthe nodule to

t he Maci ntosh XL because the extra cable in the adapter nmight create signa

| osses that result in erratic operation of the Macintosh XL node. To m nimze



this risk, nake the adapter's wiring as short as possible.
CAUTIONl  To avoid FCC Class B signal violation, this cable should be fully

shiel ded, as the data is at a very high rate and is not attenuated by the
connection boxes normally used in AppleTal k.
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