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| amusing the LaserWiter 8.4 printer software, which worked properly when |
first installed it. But, nowl|l amagetting errors stating that the paper size is
wrong, or it times out, or sonetimes | just get PostScript errors.
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Many tines, those errors can be caused by a corrupted preference file. Deleting
the preference file can help resolve the problem This preference files are
automatically rebuilt. The preferences for LaserWiter 8.4 software are

organi zed differently than previous versions.

There are two parts of the LaserWiter 8.4 software, the LaserWiter 8.4 Prefs
file, and a Parsed PPD folder. You nust renpve both of the LaserWiter 8.4 Prefs
file and the Parsed PPD fol der.

LaserWiter 8.4 File Locations

Syst em Fol der
- Preferences Fol der
- LaserWiter 8 Prefs <-- This is from previous LWsoftware
- Printing Prefs folder
- LaserWiter 8.4 prefs
- Parsed PPDs fol der
- Parsed PPDs for printers sel ected.
- Watermark files for StyleWiter Printers



Open the Preferences folder, inside the System fol der

Move the Parsed PPD folder to the Trash.

The Parsed PPD fol der contains the PostScript Printer Description information as
wel | as printer configuration.

Move the LaserWiter 8.4 Prefs to the Trash.
Just renoving the LaserWiter 8.4 Prefs file will usually not correct any

printing trouble you are having. You nust also renobve the Parsed PPD fol der.

LaserWiter 8.4 Notes

If you already have a Desktop printer created by a previous LaserWiter version
a new Desktop printer is created when you install the LaserWiter 8.4 software
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