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The Maci ntosh 32-Bit System Enabler is a system software extension that provides
access to the nenory addressing features of systemsoftware 7.1. This is the
MODE32 repl acenment product.
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Syst em Requi renent s

The 32-Bit System Enabler requires a Macintosh II, Ilx, Ilcx, or SE/30 with
system software version 7.1 installed, 4 megabytes (MB) of RAM or nore, an Apple
FDHD SuperDrive, and a Paged Menory Managenment Unit (PVMW).

What the Enabl er Does

The 32-Bit System Enabl er provides unrestricted use of the systemsoftware's
menory expansi on features. Wthout these capabilities, these systens do not have
the internal capabilities to take advantage of 32-bit addressing.

Maci nt osh 32-bit addressing allows use of nore than 8 MB of RAM The Maci nt osh
Il can access up to 68 MB of RAM when the extension is installed. The Mcintosh
I1x, I'lcx, and SE/ 30 can access up to 128 MB of physical RAM Only users running
System 7.1 (or higher) with these systens should install this enabler

Besi des the additional RAM the system software extension can al so access
virtual nmenory. A paged nenory managenent unit (PMWJ) is necessary to access
virtual nenory using a Macintosh |1



Install ation

To install the 32-Bit System Enabler, follow these steps:

Step 1
Drag the 32-Bit System Enabler icon to the System Folder icon on the start-up
di sk.

Step 2
Restart the Macintosh.

How To Turn On 32-bit Addressing

Step 1
Choose Control Panels fromthe Apple menu.

Step 2
Qpen the Menory control panel.

Step 3
In the section for 32-Bit Addressing, click On.

Step 4
Restart the Maci ntosh.

After Installation

Turn of f Ball oon Hel p when you use the col or wheel dialog box. (The col or whee
di al og box appears when you choose a color in nmany progranms and contro
panel s.)

Upgr ade SuperCl ock to v3.9.1
If you use SuperC ock version 3.9 or earlier, you need to upgrade to version
3.9.1 (avail able on many public bulletin boards).

Avail ability

The Maci ntosh 32-Bit System Enabler is licensed to users free of charge through
various on-line services, including Anerica- Online and ConpuServe. The enabl er
will also be available through Maci ntosh user groups in the United States.

These articles can help you |l ocate the software update nentioned here:

« Were To Find Apple Software Updates
Lists online services for "free" Apple software updates.



e (btaining Apple Product Support in the USA
Li sts 800 nunbers and online services for software updates, Apple
support information, and a subset of the Apple Tech. Info. Library.
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