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Appl e Modem Using one fromwi thin an Appl esoft BASIC program

If you wish to use an Apple Modem fromwi thin an Appl esoft BASI C program
you rmust wite your own software to do so; you nust be prepared to read
each character you send, though, since the Apple Mddem echoes each character
sent through it.

Following is an exanple routine for dialing a nunmber. NOTE: this routine

is only meant to illustrate how to read each character after sending it.
The routine does dial a nunber, but this routine cannot stand al one: notice
how it ends wi thout conpletely flushing the input fromthe nodem

10 D$ = CHRS(4)
20 S$ = "AT D123-4567"
30 PRI NT D$; " PR#2"
40 PRI NT D$; "1 N#2"

50 FOR | = 1 TO LEN(S$)
60 PRINT M D$(S$,1,1);
70 GET X$

80 NEXT I

90 PRI NT

100 PRI NT D$; " PR#0O"
110 PRINT D$; "1 N#O"

WARNI NG When trying to access the nodemfromthe program if you use

PRI NT CHR$(4);"PR#2" and/or PRI NT CHR$(4);"IN#2", followed by CTRL-A T, the
conput er hangs and BASIC programcontrol is lost. That's because once you send
a CTRL-A T, the firnnware takes over and is in control until you type CTRL-A Q

To send AT comands to the nodem send only the "PR#2"; then, using a PRI NT
statenent, you may send whatever you wi sh. For exanple:

10 D$ = CHR$ (4)

20 PRINT D$; "PR#2"
30 PRI NT "ATDT1231234"
40 END

will dial 123-1234. You could also replace line 40 with



40 PRINT D$; "IN#2" and add,
50 PRINT CHR$ (1); "T"

and you'd be in term nal node.
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