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This article gives the technical specifications for the AppleCD 150 dri ve.
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Pl ayback Medi um
- 12-cmoptical disc installed in a CD caddy (any CD-ROM or audi o conpact
disc is compati bl e)

Capacity

- Mbde 1: 656MB

- Mbde 2: 748MB

- Recording surfaces: 1

- Datal/block (available to user)
Mode 1: 2,048 bytes
Mode 2: 2,336 bytes

- Bl ocks per disc: nore than 270, 000

Audi o Pl ayback
- Playing tine: nore than 1 hour
- Frequency response: 20 to 20,000 hertz

Characteristics
- Average access tinme: 380 milliseconds
- Full stroke access tinme: 650 mlliseconds (typical)
- Data streaning rate
Mode 1: 150KB/ second
Mode 2: 171KB/ second
- Block rate: 75 bl ocks/second
- SCSl bus transfer burst rate: 1.5MB/second
- Rotational speed: 230 to 530 rpm



I nterfaces

- Two SCSI 50-pin connectors for connection to the Maci ntosh and ot her SCS

devi ces
- One headphone jack

- Two RCA audi o output jacks for external anplifier or anplified speakers

El ectrical Requirenents
- Power requirenents: 100 to 240 volts AC, 50 to 60 hertz
- Power consunmption: 0.25 anps (drive on)

Oper ati ng Environment
- Tenperature: 41 to 104 degrees F (5 to 40 degrees O

- Relative humdity: 10%to 90% noncondensi ng

Non- oper ati ng Environment

- Storage tenperature: -22 to 122 degrees F (130 to 55 degrees Q)
- Transportation tenperature: -22 to 131 degrees F (130 to 55 Q)

- Relative humidity: 5%to 95% noncondensi ng

Syst em Requi renent s
- A Macintosh Plus or |ater nodel Macintosh
- Maci ntosh system software 6.0.5 or later

Si ze and Wi ght

- Height: 1.95 inches (4.9 cn)
- Wdth: 7 inches (17.75 cm

- Depth: 12.9 inches (32.5 cn
- Weight: 6.5 1b. (2.9 kg)

Copyri ght 1992 Apple Conputer, |nc.

Tech Info Library Article Nunber: 10154



