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Changes from A/UX 3.0 to 3.0.1 (6/93)

This article outlines the changes made from A/UX 3.0 to A/UX 3.0.1.
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Appl eTal k

e Appl eTal k-only network support

* UNI X Appl eTal k PAP server routines no | onger supported

* UNI X Appl eTal k ATP response and request routines not supported

Confi gurati on Changes

* SVFS not configured in kernel by default

* On-board Ethernet driver (ao) configured in kernel by default
* Kernel variables, see tables bel ow

e Default menory footprint of virtual Mac environnment (16 MB)

Ker nel Enhancenents
e Asynchronous 1/0
» asi o daenon
* asioread(2), asiowite(2), asiowait(2)
* Senmaphores
* Menory | ocking
* Inmproved kernel bcopy() for 68040s
e Sync daenobn



Devi ces and Peri pheral s
e Multiple SCSI bus support includes:
e gdi sk and sdi sk
» devi ce nodes, /dev/dsk/cB0OldOsP
e HD SC Setup
 Installer
» devscsi
e Commando di al og for nount
* pnane
« CD 300
500MB and 1GB hard drives
DAT drives

UNI X Fi | esyst em Enhancenent s

* Dynanic inode allocation

» catsearch daenon

e Extended (Macintosh) attributes

A/ UX Maci ntosh Fil e Manager Enhancenents
* Asynchronous 1/0
e Support for nore than 500 Open Files
 Environnment variabl es
* CR-LF mapping for text files, TBTRANSLATEUXONLY
« file nane case insensitivity, TBFM GNORECASE
e Pat hnanme separator, i.e., '/’ translation, TBTRANSLATESLASHES

Eschat ol ogy Not Supported
* No Eschatol ogy partitions
* No nore esch, eu, eupdate commands

Installer

e Easy Install server (F/ P & DB) packages and partition naps

» Easy Install uses all avail able space for "Root & User" partition
e Installs alias to AVUX Startup in Startup Itens of MacPartition

HD SC Set up

e Multiple SCSI bus support, including Previous & Next buttons
 New Dat abase partition (“raw’ partition wo any filesysten)

e Mdified “Free UNI X Partition” now pronpts for slice nunber

e Inmproved user interface of UNI X fil esystem nmount point dial og
e Default UFS mount point is “Untitled#” in “/Shared Data”



O her enhancenents
* Inproved nmenset() and nmencpy()
 Bug fixes
« UUCP
e Support for large drives and partitions (2 MB)
e Support for 1024x768 (19”) third-party nonitors
e Auto-login support
 Buffer cache control
e New Menory CDEV
* New NBUF value (-1 == 50%

I ntegration

* Retrospect Renpte bundl ed

« Doc Viewer and on-line Server

» Applications, Docunentation and Shared Data folders in / (root)

M scel | aneous

» Default notification I evel in CommandShel l
e System Fol der Alias in /
e Ipd(1n) turned off by default in /etc/inittab

Kernel Configuration Parameters Introduced in 3.0.1

Vari abl e Description Def aul t
GNOFI LE d obal File Table (used by Mac environnent) 6144
VMSGVAP  Message Map Entries (used by nmsgop(2)) 200
MSGVAX  Maxi num Message Size (used by nsgop(2)) 8192

MSGWNB  Max. Message Queue Size (used by msgop(2)) 16384
MSGWNI Message Queue ldentifiers (used by msgop(2)) 50

MSGT QL Nunber of Message Headers 200
NASI OD  Nunber of Asynchrounous |/ O Daenons 4
NASI OQ Asynchrounous |/ O Request Queue 128
SEMVAP  Semaphore Map Entries (see senop(2)) 50
SEMWNI Semaphore ldentifiers (see senop(2)) 50
SEMWS  Total Nunber of Semaphores (see senop(2)) 300

SHVIVNI Shared Menory Segnent Identifiers (shrmop(2)) 100

Kernel Configuration Defaults Mddified in 3.0.1

Vari abl e File & Print Dat abase 3.0 Defaults

MAXSC 32 32 8
NBLK16 256 256 128
NBLK64 800 800 64
NBLK128 256 256 32

NBLK256 256 256 16



NBLK512
NBLK1024
NBUF
NCALL
NFI LE

NI NODE
NIVOUNT
NPBUF
NQUEUE
NSTREAM
SBUFSI ZE
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