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| have heard that A/UX ships with EtherTalk already built into the kernel. |Is
this true?

If yes, how do | change the driver to run on the Macintosh II1fx and 1.2 to run
on a Phase 1 network to update later revs to the driver?

| also noticed that MacTCP i s shi pped | ocked, and the MacX fol ders says not to
add MacTCP Adnmin to AAUX. | did this anyway, so | could unlock MacTCP to change
the | P addressing. This resulted in the system hangi ng.

After restarting, | tried newconfig with conmando to turn on NFS and the
Berkeley file systemand restarted. The EtherTalk NB Card (rev K) did not get
configured. | replaced MacTCP with a different, unlocked version, ran newconfig
wi t hout commando, and the card was configured with no problem | was using a
Maci ntosh |1 fx.

Wiy is MacTCP shi pping | ocked? How do | make changes to it if | cannot use
MacTCP Admi n?

DI SCUSSI ON = - - = = = = = = = m = m ot e e et e e

The Appl eTal k for A/ UX product, which could be ordered as a separate product for
AUX 1.1.1 and was rolled into the AAUX 2.0 and 3.0 rel ease, is based on the new
Appl eTal k Phase 2 protocol specification but is in no way tied to any version of
t he Maci ntosh OS EtherTal k driver.

The Ethernet driver running under A/UX is conpletely different fromthe driver
witten to support the Macintosh OS. The driver for AAUX is called ae6; you add
and renmove this driver fromA/UX via the newconfig(1lM conmmand. This driver
does not have the sane problens that the Maci ntosh OS driver has with the

Maci ntosh Ilci and Macintosh Il1fx and, therefore, does not require the sane



revisions that the Maci ntosh OS driver needed.

There is no Ethernet support for the AppleTal k Phase 1 protocol suite. |If
you're using A/UX on an Ethernet and you want to use AppleTal k services, you
must be attached to a Phase 2 networKk.

MacTCP for A/UX is a conpletely different version fromthe one we use under the
Maci nt osh OSs. The version runni ng under A/ UX does not, and cannot, use the
MacTCP Admin CDEV for configuration purposes. MacTCP running under A/ UX gets
all its configuration information fromthe kernel, nmaking the Admin utility
unnecessary. Use the ifconfig(1lM comrand to configure the |IP network
paraneters under A/UX, or edit the /etc/NETADDRS file to change them

per manent | y.

This shouldn't be necessary for a first-tinme installation since A/UX asks you

for all configuration information it needs after you run the newconfig(1lM
conmand to add an | P (ae6/bnet/ae6) network device driver to the kernel.
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