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Article Change History

02/ 09/ 93 - UPDATED
* Racal -Vadi ¢ changed nane to Racal Datacom

Modem t ype:
AT&T 103 / 212A series; 1200 or 300 bps

I nstruction set used:
Maxwel | ' GEORGE' or HAYES command and instructi on sets.

Har dwar e confi gurati on:
One front panel status indicator. Al status and command responses are on
the user's screen. Very simlar to the Apple Mbdem 1200 in both operation

and function.

Sof t ware confi guration:
M croprocessor controlled intelligent nodemw th auto-dial and aut o-answer

functions.

Interface type:
RS- 232 DB-25S (DCE) connector, full or half duplex operation.

Modem i nt erface packages, by conputer:

Apple Ile (Super Serial card):
Access |l or other term nal software; straight through DB-25 cable
interface (serial card configured as DTE equi prent) for hardware
connecti on.

Apple Ilc:
Access ||l or other ternminal software; Apple Ilc to Imagewiter cable with
nodem el i m nator cable for hardware connection.



Apple 111:
Access |1l or other termnal software; straight through DB-25 cable for
har dwar e connecti on.

Maci nt osh:
MacTerm or other term nal software; Macintosh to Imagewiter cable with
nodem el i mi nator cabl e for hardware connection.

Maci nt osh XL:
MacTerm or other term nal software; straight through DB-25 cable for
har dwar e connecti on.

NOTE:
Pul | -down functions of MacTermw |l not work as they are Hayes instruction
set conmands. Keying in the correct command will work--refer to the
nodem commands provi ded in the user nanual .

Racal -Vadi ¢ i s now Racal Datacom
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