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Appl e Basic Color Mnitor & LCD Displays: Cabling Tips (1/94)

I have a Macintosh LC II1 and an Apple Basic Color Mnitor, which are
hooked up to an LCD projection panel. The LCD is displaying a great
picture, but the picture on the Apple Basic Color Mnitor is awful. (The
Basi ¢ Col or Monitor works fine when connected to the conputer by itself.)
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Al'l Macintosh conputers with built-in video (except for the Mcintosh Ilci
and Ilsi) automatically sense what kind of nobnitor is attached, and adj ust
the video signal accordingly. |In the case of the Apple Basic Col or

Monitor, the conputer will sense a VGA nonitor and send out a VGA signal.

Al t hough nost LCD panels work with both RG and VGA video signals, the
different signals require different cables.

If you connects an LCD panel using the cable [ abeled for Mcintosh, the
conputer will sense an RGB nonitor and send out an RGB signal. This signal
works fine with the LCD panel, but is not conpatible with the Apple Basic
Col or Monitor.

Use the cable |l abeled for use with VGA nonitors when connecting an LCD
panel to a conputer with the Apple Basic Col or Monitor. Disconnect the VGA
adapter fromthe Apple Basic Color Mnitor and use it to connect the LCD
panel cable directly to the conputer.
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