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I mageWiter and DVP: 5 A Fuse Keeps Blowi ng (Dead Printer)

This article last reviewed: 10 Cctober 1990
NOTE: You will need an ohmneter for this procedure.

PROBLEM DESCRI PTION:  Printer has no |line feed, carriage novenent, or
dot fire because the 5 Amp fuse is blown. After the fuse is replaced
and Self Test is tried, the fuse bl ows again.

CAUSE: Probably either the Iine feed or carriage stepper nmotor has
shorted a w nding, causing the fuse to bl ow.

CURE: TO CHECK THE LI NE FEED MOTOR (DWP and | W have sane stepper notors)
1. Renove the logic PCB, disconnect plug CN1 (line feed stepper
not or connector for both DMP and | mageWiter).

2. Measure for approximtely 65 ohns between the foll ow ng pins
with an ohmneter: 6 to 2, 6 to 4, 5to 1, and 5 to 3.

3. If any neasurenent is significantly |less than 65 ohns, that
probably means that a winding is shorted in the line feed
notor and it should be replaced. (The DWP's line feed
stepper notor is not listed as a replacenent part. However,
the line feed stepper notor for the InageWiter will also
work for the DMP. ImageWiter line feed stepper nmotor P/ N
is 699-0109).

TO CHECK THE CARRI AGE MOTOR
1. Renpve the logic PCB, disconnect plug CN3 (Carriage stepper
not or connector for both DVMP and | mageWiter).

2. Measure for approximtely 10 ohns between the foll ow ng pins
with an ohmneter: 6 to 2, 6 to 4, 5to 1, and 5 to 3.



3. If any neasurenment is significantly | ess than 10 ohns, that
probably nmeans that a winding is shorted in the line feed
notor and it should be repl aced.

| F BOTH STEPPER MOTORS CHECK QUT

There is probably a short on the nain PCB so replace it.

If this cure does not resolve the problem go back to the Wrd Search
screen and search on the product's nane and HTS and GIS to obtain a
CGeneral Troubl eshooting procedure.
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