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Express Modem Read Me

Appl e Tel ecom Sof t war e

This software runs on the follow ng machines with their respective Express Mddem
i nternal nodens:

* Power Book 160, 165, 165c, 180, 180c, using an internal Apple PowerBook 14.4
Mbdem Car d.

e Power Book Duo 210, 230, 250, 270c, 280, 280c, 2300c, using an internal Apple
Power Book Duo 14.4 Mbdem

* Power Book 520, 520c, 540, 540c (with or w thout PowerPC processor upgrade),
using an internal Apple PowerBook Express Modem |l Card.*

* Note: The Express Modem |l is only offered internationally.
It is not available in the U S. A The original Read Me file

did not note that this nmbdemis only available outside the U S A

e LC 575, Macintosh Quadra, LC, Perfornma 630, using an internal Macintosh
Express Fax/ Modem (for the United States and Japan only).



Appl e Tel ecom Software v2.3.1 is now conpatible with At Ease. You will be able
to access the Express Mddem control panel when At Ease is the user interface.

Installing over an ol der version of the software
If you are installing this version of the software over an ol der version, you
shoul d use the Easy Install option rather than the CustomlInstall option. This
ensures that all files are updated as necessary.

Note: If you have installed any custonized fax cover pages and renaned the fax
fol der (called Express Fax in previous versions), the Installer nmoves themto
the new Fax Folder. You can still use them but if you want to keep themin a
different folder, you'll need to drag themthere nanually.

Preferred CCL scripts for Apple Renpote Access
ARA 1.0: Express Modem ARA 1.x (in Extensions folder in System Fol der)
ARA 2.0: Express Modem ARA 2.x (in Extensions folder in System Fol der)

Note: These files are placed directly in the Extensions folder by the Installer
program You do not need to nove or copy themthere as stated in Appendi x C of
the Apple Tel ecom User's Gui de.

Two additional, optional connection (CCL) files, naned Express Mddem ARA 1. x/ CNG
and Express Modem ARA 2.x/CNG are installed as well. Wen you use them the
Express Modemtransnits data calling tones after dialing. Data calling tones

all ow the renpte nachine to detect automatically that an incoming call is a data
modemcall. If you are dialing into a systemthat supports data, fax and voice
calls (such as a GeoPort Tel ecom Adapter), you should sel ect one of these
connection files in the Apple Renmpote Access Setup control panel

Not e: The Express Modem ARA 1. x/ CNG and Express Mbdem ARA 2. x/CNG files are
installed in the Tel ecom Docunents fol der. Should you decide to use these
optional files, you'll need to drag or copy themto the Extensions folder

Usi ng Fax Sender GX with QuickDraw GX 1.1

The Fax Sender GX extension described in Chapter 8 of the Apple Tel ecom User's
Qui de can only be used with QuickDraw GX 1.1 or |ater. Dependi ng on your

| ocation, QuickDraw GX 1.1 may not be available in your area at the tine this
software is rel eased

If you need to send conpl ex greyscal e i mages, you should use Fax Sender GX
i nstead of Fax Sender. The inmage quality is superior

Not e: The Control -shift shortcut used to sel ect Fax Sender wi thout going through
t he Chooser is not avail able when using Fax Sender GX. However, you can create a
desktop printer icon for Fax Sender GX and use drag-and-drop to acconplish the
sane thing.

Fax Sender GX initially defaults to Standard quality. If you plan to use a
desktop printer and want to change the default to Fine quality, print a docunent
fromany GX-aware application (SinmpleText, for exanple) and select Fine quality



fromthe Fax Sender GX print dialog.

Pl ease refer to the About Fax Sender GX el ectronic nmanual installed in the
Tel ecom Docunents fol der or Chapter 8 of the Apple Tel ecom User's Cuide for nore
i nformati on about this software.

Sharing Fax Sender GX on an Appl eTal k networ k

Usi ng Fax Sender GX, you can set up one nmachine on an AppleTal k network to be a
central server for sending faxes. O her users on the network can send faxes

wi t hout havi ng the nodem hardware installed in their conputers.

In order to do this, the server must have the appropriate hardware install ed,
and both the server and client machi nes nmust have Qui ckDraw GX (version 1.1 or
later) and the fax software installed. To install the fax software on a client
machi ne, select the "Fax Sender GX Cient Software" CustomlInstall option in the
Appl e Tel ecom Installer.

Note: |If you are sharing your Express Mbdem or GeoPort Tel ecom Adapter on an
Appl eTal kK network, try to mininize the tinme you spend in Fax preview. Wiile you
are preview ng, other Fax Sender GX users nmmy be paused.

Using the Apple Fax Gateway with PowerTalk 1.1
The Appl e Fax Gateway extension should be used with PowerTalk 1.1 or |ater
PowerTalk 1.1 is included in the System 7.5 system software rel ease.

Not e: Apple Fax Gateway only sends Appl eMail-conpatible letters, text-only
files, and PICT files. If you enclose a formatted docunment (for example, a word
processor docunent), it will be skipped and not be included in the fax.

See al so: The About Apple Fax Gateway el ectronic manual installed in the
Tel ecom Docunent s fol der

Aut 0- answer setting

If Fax Termnal is set to Auto-answer, the Manual Receive is disabl ed.

Fast Pri nt

The Fax Viewer programincluded with this package inplenments a new FastPrint
feature. The speed of printing can be significantly inproved but is only
available if the preferred nenory size setting of the Fax Viewer application is
set to at |least 1500K (the default is 290K). To enable FastPrint, select the
FastPrint checkbox in the Fax Viewer print dialog box. Note that this feature
only works with PostScript® printers.

Troubl eshooti ng

Connecting to online services that do not support data conpression or error
correction



First check to see if your software uses a "nobdeminitialization string". If so,

| ocate and renove "S48=0", if it appears in the string. If this does not work or
it is not present, add "%0S46=136" to the end of your nmodeminitialization
string (this disables conpression). If this still does not work, try adding

"&Q" instead (this disables conpression and error correction).

Anot her potential connection problemis your application getting confused by the
CARRI ER nessage. Sone applications msinterpret this as a CONNECT nessage and
begin sending data. This will cause the Express Modemto drop the connection
Since it is still negotiating the connection, it will abort the call if it

recei ves any data prior to the CONNECT nessage. If this is the case, you nay
want to add a W) command in the application's initialization string (this
suppresses the CARRI ER nessage).

Conmuni cati on settings

If you are using a terminal enulator or conmunications programthat supports the
Appl e Conmuni cati ons Tool box, you should sel ect the "Express Mddem Tool " from

t he connection settings nenu item This tool's default settings will always try

to establish connections at the highest possible speed with error correction and
conpressi on enabl ed.

I dentifying incoming calls

When answering your phone line, the Express Modemwi ||l attenpt to determine the
type of incomng call (fax, voice, or data) before transferring the call to a
tel ephony application. Inconming fax calls are easily detected since the sending
fax machine usually transmits a fax calling tone. Incom ng data and voice calls
are nore difficult to detect since in nany countries nodens typically do not
transmit a tone. In the Express Modem control panel, you can set the default
call type for situations where no calling tone is detected. If you are using a
voi ce tel ephony application, we recomend that you sel ect Voice as the default
call type. If you are using a data tel ephony application (such as Apple Renote
Access server), we recomend that you select Data as the default call type. If
you expect to receive both voice and data calls, ask your callers to send a data
calling tone when calling your machine. Use of these features is explained in
detail in the Apple Tel ecom Upgrade Manual el ectronic docunent installed in the
Tel ecom Docunent s fol der

Renovi ng fax storage fol ders

To protect your fax docunents, the fax storage folders ("Fax Waiting To Be
Sent", "Received Fax Docunents", "Sent Fax Docunents") are protected from
accidental deletion. To bypass this nechanism drag these folders to the trash
restart your conputer, and then enpty the trash. New, enpty folders are created
for you.

Resetting a blacklisting error nessage

Regul ations in France, Japan, and a few other countries require that the Express
Modem software bl acklist recently dial ed nunbers when the connection fails. If
you receive a "BLACKLI STED' error nessage when dialing, you can reset the



BLACKLI STED condition by turning the Express Mdem control panel off and then
on. This software reset, equivalent to turning off and on a hardware nodem is
conpliant with PTT regul ati ons.

What goes where
When you install the software using the Easy Install option of the Installer
program the following files and resources are installed on your hard disk.

Hard Di sk:
 Express Modem Read Me
* SinpleText 1.2

Hard Di sk: Tel ecom Applications: Fax Fol der:
* Fax Term nal

* Fax Viewer

e« Fax Cover

* Sanpl e (cover docunent)

* Standard (cover docunent)

My First Fax (PICT sanple)

Hard Di sk: Tel ecom Docunents:

e About OCR (OCR nmanual for users who upgrade el ectronically)

» About Apple Fax Gateway (Gateway nanual for users who upgrade el ectronically)
» About Fax Sender GX (Fax Sender GX manual for users who upgrade

el ectronical ly)

e Appl e Tel ecom Upgrade Manual

* Express Modem CCL (Appl eLi nk CCL)

« Modem AT Command Set

 Express Modem ARA 1.x/CNG (optional, transnmits data calling tone)

 Express Modem ARA 2. x/ CNG (optional, transmits data calling tone)

Hard Di sk: System Fol der: Control Panels:
* Express Mdem

Hard Di sk: System Fol der: Extensions:

* Appl e Fax Gateway

* Appl e Tel ecom Modem

e Express Mddem Tool

* Fax Extension

 Fax Sender

 Fax Sender GX

 Express Modem ARA 1.x (Apple Renpte Access 1.0 CCL)
 Express Modem ARA 2. x (Apple Renpbte Access 2.0 CCL)

Hard Di sk: System Fol der: M netics:
» EasyReader Fax

* Neur oneye

* US Dictionary

e UK Dictionary

Hard Di sk: System Fol der: System
 Bell Tel ephone (sound resource)



 Electronic Tel ephone (sound resource)
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