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Setting Up A 100Base-T Network: Requirenments (5/96)

I"msetting up a Fast Ethernet (100Base-T) network in conjunction with our
exi sting 10Base-T network. | have installed the 100Base-T cards correctly, but
amonly getting near 10Base-T performance. \Wat could be wong?
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There are many vari abl es which can affect network perfornmance, as well as sone
requirenents for setting up a 100Base-T or Fast Ethernet network.

First, existing or new cabling should be Category 5 Unshielded Twisted Pair wire
(UTP) for optinmm performance. Type 1 STP may be used, but will not offer the
performance of UTP cable. Also, the dianeter of your network nust not exceed 205
nmeters (10Base-T required a nmaxi num di aneter of 500 neters).

Next, 100Base-T networks require a 100Base-T conpliant hub. If you are going to
be replacing your existing 10Base-T network hub, this may require a sw tchable
hub (one that can switch between 10Base-T or 100Base-T) or a hub that has both
10Base- T and 100Base-T connecti ons.

An alternative to a switchable hub is to use a 10/100Base-T bridge between the
10Base-T and 100Base-T segnents. This alternative would allow you to add a | ess
expensi ve non-sw tching 100Base-T hub for your Fast Ethernet segnent and keep
your existing non-swi tching 10Base-T hub. Keeping the two segnents separate will
al so increase overall network bandw dth by separating high traffic and | ow
traffic workgroups.

NOTE: There shoul d be a maxi num of one Class 1 hub or two Class 2 hubs (or two
repeaters) within the same collision donain.

Cient performance may be affected by local activity such as program sharing or
other I/O activity like modem printer, or adb communi cati on. Another factor at
the client may be hard drive performance. A typical internal hard drive



sustained transfer rate may not be any nore than 4 megabytes per second.
Reduci ng the nunber of concurrent processes and isolating a fast internal hard
drive (or providing a disk array) nmay increase performance.

Finally, driver code may not be fully native - or native to the currently active
network architecture. Check with your vendor for nore information regarding

driver performance and conpatibility with your system software.
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