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| get static and distortion when | digitize sounds. This happens when | record
at low sound |l evels (soft music) with any application that uses the Sound
Manager, including Apple's Sound control panel. The resulting static is |ouder
than the originally recorded signal. The static appears to superinpose itself
over the whol e recording.

The probl em occurs on both a Mci ntosh 840AV and a Maci ntosh Performa conputer.
I've tried different input devices, such as: a PlainTal k m crophone, third party
nm cr ophones, audi o CDs, and video sources. |'ve tried several software prograns
i ncl udi ng: the Sound Control Panel, SoundEdit Pro 1.0.5, SoundEdit 16, Fusion
Recorder, MoviePlayer, and Digitrax.

The only programthat consistently works without static is called Digitrax. It
records fine at any bit-depth and any sanpling rate. | can record a clean sound
with Digitrax, but as soon as | edit it with SoundEdit Pro, static is introduced
into the sound.

| have replaced logic board, clean installed systemsoftware, run D sk First
Aid, replaced PlainTal k mcrophone, reinitialized the drive, zapped PRAM and
rebuilt the desktop. What is wong?
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The original recording is clean. The static you're getting cones fromwhat is
done to the sound when you digitize (edit) it. There is a known problemw th the
nmet hod that you're using. Recording in 16-bit 44kHz stereo audio and then
down-sanpling the file to an 8-bit 22kHz nono file will result in a lot of
anti-aliasing artifacts (static).

The workaround for this problemis to record the file in 8-bit nbde fromthe
begi nni ng i nstead of downsanpling. However, you nust keep in mind that any



program whi ch records in 8-bit node such as Fusion Recorder, Sound Edit Pro, or
the Sound Control Panel will introduce sone noise with the signal. Oher
applications, such as Sound Scul ptor, will allow you to record in either 8- or
16-bit node, so the problemcan be avoided. You may al so want to nmake sure you
are using the |atest version of Apple's Sound Manager extension (v 3.1). It is
no | onger a separate extension in System7.5 or later, but instead is built into
the Systemfile.

There is al so a known probl em when using QuickTine 1.6.1 and MyviePl ayer to
record 16-bit audio froman audio CD. The recording that results fromthis

combi nation of software will have a | ot of static. The conbi nati on of QuickTime
2.0 and MoviePlayer 2.0 fix this problem
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