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This article contains the technical specifications for the Maci ntosh Perform
6400/ 180 and 6400/ 200 conputers.
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M cr opr ocessor

* Power PC 603e processor running at 180 Mz (Maci ntosh Performa 6400/ 180)

* Power PC 603e processor running at 200 MHz (Maci ntosh Perfornma 6400/ 200)

* |ntegrated floating-point unit

* 40-VHz, 64-bit bus

* 32K internal cache

* 256K | evel 2 cache (included with Macintosh Performa 6400/ 200; optional
enhancenent avail able separately for use with the Maci ntosh Performa 6400/ 180)

* Two DI MM expansi on slots

* Comes with 16 MB of RAM (8 MB on logic board and 8 MB in one DI MM socket)

* Can be expanded to 136 MB

* Uses 64-bit-w de, 168-pin, nonconposite, 70-nanosecond or faster DIMws (1K or
2K refresh)

Di sk drives

* Internal 1.6 GB IDE hard di sk drive (Macintosh Perform 6400/ 180)
* Internal 2.4 GB IDE hard di sk drive (Macintosh Perfornma 6400/ 200)
* Internal Apple SuperDrive floppy disk drive
- Uses high-density, 1.4MB fl oppy di sks
- Reads, wites, and formats Maci ntosh, W ndows, MS-DOS, OS/2, and
ProDOS di sks



* Internal AppleCD 8x drive

* 28.8-Kbit/s datal/voice/fax nodent
* Built-in error correction and conpression (MNP4, V.42, M\P5, V.42bis)

* Stereo 16-bit sound

* SRS surround-sound enhancenent

* Subwoof er speaker

* Sound-input port (for an Apple PlainTal k nicrophone, other m crophone, or
standard nini -plug audi o cabl e)

* Sound- out put port

* Front headphone jack and vol ume control

I nterfaces

* SCSlI interface port for connecting as nany as five external SCSI devices, such
as disk drives, CD-ROM drives, and scanners (multiple devices can be connected
to each other from one port)

* Pre-cabled SCSI expansion bay for additional 5.25-inch internal SCSI device
* Appl e Desktop Bus port for nouse, keyboard, and other devices (multiple

devi ces can be connected to each other fromone port)

* Two serial ports (RS-232/RS-422) for an Appl eTal k network connection, other
net wor k connections, conmuni cations equi pnent (including GeoPort conpatible
devices), or a printer

* Vi deo- out put port

* Two PCl expansion slots (require PCl cards that come with a Maci ntosh driver
and are PCl 2.0-conpliant; NuBus cards cannot be used in these slots)

* Communi cations (CommlIl) slot for a 28.8-Kbit/s nodem (used by built-in
nodent)

* Video input slot for optional Apple Video System (supports NTISC, PAL, and
SECAM vi deo formats)

* Expansion bay for optional Apple TV/FM Radi o System

* Infrared receiver for renmote control (provided with Apple TV/ FM Radi o Syst en)

Di spl ay support

* 1 MB of video RAM

* 16-bit color for display of up to 32,768 colors on nonitors using 640- by
480- pi xel or 800- by 600-pi xel resolution

* 8-bit color for display of 256 colors on nonitors using 832- by 624-pixel or
1, 024- by 768-pixel resolution

El ectrical requirenents and conpliance

* Line voltage: 100 to 125/200 to 240 V AC, RMB, single phase
* Frequency: 47 to 63 Hz

* Power: 220 W naxi num (conti nuous)

* | ncl udes | ow power sleep node

* Energy saving in sleep node.



Si ze and wei ght

* Height: 16 in. (40.6 cnm

* Wdth: 7.8 in. (19.8 cn

* Depth: 16.9 in. (42.8 cm

* Weight: 44.5 I b. (20.18 kg)

Qperati ng envi ronnent

* (perating tenperature: 50 to 97 degrees F (10 to 35 degrees Q)

* Storage tenmperature: -40 to 116.6 degrees F (-40 to 47 degrees Q)
* Relative humidity: 5%to 95% noncondensing

* Maxi mum al titude: 10,000 ft. (3,048 m

Disability access

* Ol oseView software magni fies screen inmage up to 16 times

* Easy Access software permts conbination keys to be pressed sequentially and
enabl es cursor control fromthe nuneric keypad i nstead of the nopuse

* Visual beep replaces audi ble systemalerts
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