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Overvi ew

The Appl eFax Modem al | ows Maci ntosh users to send and recei ve Fax
files/documents with the huge installed base of Fax machines currently used
by nost businesses. In addition to its Fax capabilities, the AppleFax Mdem
all ows 9600 baud file transmi ssion of Mcintosh software with other Appl eFax
Mbdem users.

The Appl eFax Mbdenis case is exactly the sane size as the Apple 3.5" disk
drive, letting the two products be stacked. The Appl eFax Modemis conpati bl e
with Fax Group 3 ONLY (sone early-rel ease manual s erroneously\state that the
nodemis conpatible with Fax Group 2 as well). The firnmware in this unit is a
subset of the Hayes-conpatible firmware in the Apple Personal Mdem

Availability

The Appl eFax Modemwi || be sold only by authorized Appl e Desktop
Conmuni cati ons deal ers.

Appl eFax Firmar e

The conmand set in the Appl eFax Modem firmvare is a subset of the Hayes
conmand set used in the Apple Personal Modem with some additional Fax only 'S
regi sters. The new Appl eFax Mbdem regi sters are:

- S14 Error Rate / Contains a value that indicates the nunber of
erroneous transni ssions that occurred in the |ast 256

transni ssi ons.

- S32-S64 Modem Chip Set / These registers map to the RI6 Fax conpatible
nodem chi p set contained in the Appl eFax Modem as fol | ows:

Regi sters S32-47 Bank O registers 0..15



Regi sters S48-63 Bank 1 registers 0..15

The firmwvare in the Appl eFax Mbdemis conpati bl e enough with the Hayes protoco
that it should run with nost comunication applications (MacTerm nal, for
exanple) with no problem This will allow you to transfer Macintosh files, type
nmessages back and forth with the other Appl eFax Modem owner, and in genera
becone famliar with the command set of this nodem

The conmuni cation application nust foll ow these guidelines:

- Handshaki ng CTS (Cear To Send) or RTS (Return To Send)
- Local Echo Echo of f

- Dupl ex Ful | dupl ex
- Bits 8 data bits, 1 stop bit and 1 start bit.
- Baud Rate 9600
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