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LaserWiter 12/640 PS: Menory Configurations (6/96)

This article contains the possible nenory configurations of the LaserWiter
12/ 640 PS printer.
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The LaserWiter 12/640 PS printer ships with 4MB of RAM Installing additional
menory provi des additional features.
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None. You cannot access either PhotoG ade or |
dupl ex printing. |
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| 12MB | You can enabl e either PhotoG ade OR dupl ex |
| | printing. |
S oo o o e e e e e e e e e e e e e e oo oo +
| 20MB | You can enabl e both Phot oG ade and dupl ex |

| | printing. Duplex printing is available up to |
| | to US letter. |
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| 24MB and | You can enabl e both Phot oGrade and dupl ex |
| greater | printing. Duplex printing is available for |
| | all paper sizes including US | egal. |
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Addi ti onal nmenory al so enabl es you to downl oad additional fonts and provides



greater document cachi ng.

RAM Upgr ade Specifications

To increase the printer's RAM purchase SIMV with the foll ow ng
speci fications:

SI MM Di nensi ons

Length: 107.95 mm +/- 0.20 mm (4.25 in. +/- .008)
Height: 25.53 mm (1.005 in.) maxinmm

SIMM Si zes and Speeds
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| SIMMSize | Configuration | Speed | Connector type |
[} gl ——— p—g——————————————————————— ol ——————————— ol —————————————
| 4 MBSIM | 1 MX 32 bit | 70 ns or less | 72-pin |
| | (one 4 MB bank) | | |
. T . . +
| 8 MBSIMM | 2 MX 32 bit | 70 ns or less | 72-pin |
| | (two 4 MB banks) | | |
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| 16 MB SIMF | 4 M X 32 bit | 70 ns or less | 72-pin |
| | (one 16 MB bank) | | |
. T . . +
| 32 MB SIMFKF | 8 MX 32 bit | 70 ns or less | 72-pin |
| | (two 16 MB banks) | | |
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* Must have a 2 KB row (11 bit x 11 bit) refresh configuration. 16 MB SIMW& with
a4 KBrow (10 bit X 12 bit) refresh configuration are not conpatible with the
printer.

Installing RAM

Your printer cones with 4 MB of RAMinstalled in Bank A/B. The table below lists
RAM confi gurati ons you can use.
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| Amount of Menory | Bank C/D | Bank A/B |
| (megabyt es) | (left slot) | (right slot) |
[ e e e e e e el



®
®
®

T e . +
| 8 MB | 4 MB | 4 MB |
| o m e e e oo - R +
| | O MB | 8 MB |
R L Fomm e e Fom o +
| 12 MB | 4 MB | 8 MB

| S S S +
| | 8 MB | 4 MB |
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| 16 MB | 8 MB | 8 MB |
| B - I +
| | O MB | 16 MB |
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| 20 MB | 4 MB | 16 MB |
oo S o e +
| 24 MB | 8 MB | 16 MB
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| 32 MB | 16 MB | 16 MB
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| | 0 MB | 32 MB |
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| 36 MB | 4 MB | 32 MB |
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| 40 MB | 8 MB | 32 MB
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| 48 MB | 16 MB | 32 MB |
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| | 32 MB | 16 MB

R L Fomm e e Fom o +
| 64 MB | 32 MB | 32 MB
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Pages 152-158 in the LaserWiter 12/640 User's Cuide provides detailed
instructions on installing additional menory in your LaserWiter printer
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