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This article lists the technical specifications for the Wrkgroup Server
8550/ 200.
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M cr opr ocessor

* Power PC 604e RI SC processor running at 200 MHz, | ocated on upgradabl e CPU
card

* Integrated floating-point unit and 64K on-chip cache

+ 512K | evel 2 cache

- 32 MB of RAM expandable to 512 MB

St or age

* Internal 2 GB, 7200-rpm hard disk drive, with bracket and cable for a second
drive

e One DDS-2 DAT drive—4 GB unconpressed, 14 GB conpressed (sone configurations)
e One 8x-speed CD-ROM drive (up to 1.2 MB/s

data-transfer rate)

e One Apple SuperDrive 1.4 MB fl oppy disk drive that reads, wites, and formats
Mac OS, W ndows, Ms-DOS, and OS/ 2 disks

Bundl ed sof tware/ Server Sol uti ons CD



Admini strative software

* Server Manager—+enote Appl eShare server managenent tools (w th Appl eShare
Sol ution only)

* Fil eWave—automated software and data distribution

* net Oct opus—set up assessnent and configuration

file editing

e Adobe Acrobat Reader—view ng application for portable docunent fornmat (PDF)
files

Reliability software

 Apple RAID Software—data mirroring to protect against drive failures (RAID 1)
e Retrospect Renote—automated backup software

(DAT configurations only)

 Virex—automated virus screening and virus check

Productivity software

e Appl eShare dient for Wndows—enabl es Wndows clients to connect to an

Appl eShare server (sone configurations)

* 4-Sight FAX-tets you send and receive faxes from your desktop

 Now Cont act —provi des contact managenent tools

* Now Upet oeDat e—handl es group scheduling

 Viper Instant-Access—provides a cross-platforminfornation retrieval system

Per f or mance software

* Appl e RAID Software—eptin zes perfornance

of multiple hard disks through disk striping (RAID 0)

e Skyline/Satellite—enables nonitoring of the network and server traffic over
tinme

Not e: Software bundled with the 8550/200 Apple Internet Server Solution for the
Wrld Wde Web includes Apple RAID Software and the Internet Server Solution
CD.

Net wor ki ng

e Built-in Ethernet with 10BASE-T and AAUI
e Two serial ports for Local Tal k
e Support of TCP/IP networking software with Apple Open Transport

Di spl ays

e Supports up to 14-inch Apple displays at nillions
of colors; 16- and 17-inch Apple displays at up to mllions of colors
e Supports nost third-party displays as well as VGA and SVGA nmonitors



Vi deo support

« Three PCl expansion slots

e One Apple Desktop Bus (ADB) port for a keyboard, nobuse, and other devices

e On-board Ethernet using either AAU -15 or RJ-45

e Two DMA serial (RS-232/RS-422) ports conpatible with Local Tal k

e Two SCSI DWMA buses supporting up to eight SCSI devices and transfers up to 10
MB/s (internal bus only)

e 16-bit stereo sound input and output ports

e DB-15 video port for display support

Cl ock/ cal endar

e Customintegrated circuit with long-life lithiumbattery

Disability access

« System software includes O oseView and Easy Access, and can substitute visua
cue for beep. Built-in solutions and third-party options provide alternative
i nput and out put solutions for people with disabilities.

Keyboard and nobuse

e Supports ADB keyboards wi th nuneric keypads
+ ADB Muse Il included

El ectrical requirenents

e Line voltage: 100 to 240 V AC, RMS single phase, automatically configured
* Frequency: 50 to 60 Hz, single phase
o Power: 225 Wnmaxi nrum not including display

ADB power requirenments

e Maxi mum current draw for all ADB devices: 500 mA

(a maxi mum of three ADB devices is reconmended)

e Mouse draws 10 nA; keyboard draws 25 to 80 mA (varies with keyboard nodel
used)



Operati ng envi ronnent

e Operating tenperature: 50 degrees to 104 degrees F
(10 degrees to 40 degrees Q)
« Storage tenperature: —40 degrees to 116.6 degrees F
(—40 degrees to 47 degrees Q)
* Relative hunmidity: 5 percent to 95 percent noncondensi ng
e Altitude: 0 to 10,000 ft. (O to 3,048 m

Si ze and wei ght

* Height: 14 in. (35.6 cm

e Wdth: 7.7 in. (19.6 cm

e Depth: 15.75 in. (40.0 cm

e Weight: 25 Ib. (11.3 kg)—varies based on internal devices installed

Regul at ory approva

e« FCC Class A

Article Change History:
03 Mar 1997 - Added keyword.

Copyri ght 1996-97, Apple Computer, Inc.

Tech Info Library Article Number: 20372



