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How do | install the EtherTal k drivers under A/UX? Neither the EtherTal k
Install er Disk nor the Network CDEV seens to work.

DI SCUSSI ON = = = = = = = = = = x = f ot o m ot o e e el

Net wor k protocols, like TCP/IP and Appl eTal k, nmust be configured into the A/ UX
kernel before they can be used. Wen A/UX is shipped, TCP/IP is not part of the
kernel. AppleTalk is installed but configured only for the Local Tal k port, not
over an Ethernet card.

To add networking capability through the Ethernet port, you rmust add a | ow 1| eve
driver to the kernel. The EtherTalk drivers on the EtherTalk Installer disk
install an Ethernet driver for the Maci ntosh Tool box to use. Because, under

A/ UX, the Macintosh Tool box environnment relies on the A/UX kernel to take care
of networking, installing a Maci ntosh Tool box | evel driver is not enough

To use either TCP/IP or EtherTal k protocols, add the Ethernet driver using the
newconfig comand. See the directions in the "Network System Adm ni stration”
manual for a full description of configuring the kernel for Ethernet. The short
version foll ows.

Bef ore begi nni ng, you rmust have the foll ow ng:

- An | P address

- A broadcast address

- A netnmask and a host name.

Check with your network administrator if you aren't sure what these should be in
your installation. These instructions assunme an Apple Ethernet card. If your



Et hernet card is from another vendor, you will need to get A/UX drivers for the
card. The Macintosh OS drivers are not sufficient to establish Ethernet
services (TCP/IP or AppleTal k) under AV¥UX. Follow the instructions fromthe
vendor for howto install the A/UX drivers and configure the kernel

1) Assum ng you have an Apple card (or have properly configured your third-
party card), fromthe Command Shell, type the line:

newconfi g bnet
2) If you also need nfs services, type:

newconfig nfs
The systemwi |l reconfigure itself to include the new nodules. It wll pronpt
you to answer several questions, including |IP address, broadcast address, and so
on. Wen it asks if you want this systemto be a Yell ow Pages client, say no
--WARNING - If the systemis configured to be a Yell ow Pages client when there
is no Yell ow Pages server present on the network, or if the A/UX systemcan't
talk to the YP server for any reason, the A/UX systemw Il hang forever on the
next boot. This is because it is trying to connect to a server that doesn't

exist. It's much safer to say "no" to being a YP client now and turn on the YP
daenon later, after the TCP/I P connections have been verified.
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