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Appl e Il Monochronme Monitors: Specifications (D scontinued)

This article describes two Apple Il Monochrome Mnitors:

 the Apple Monochrone Mnitor (for the Apple 11GS, Apple Ilc Plus, or
Apple llc)

e« the Apple Monochrone Monitor Ile (for the Apple Ile, Apple Il Plus, or
Apple I1)
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Both these nonitors display crisp, easy-to-read text and sharp graphics.
Their 12 inch high-resolution antiglare screens are easy on your eyes,
maki ng them the | ow cost displays of choice for text-based applications and
ot her applications that don't require col or

System Requi renent s
e To use an Appl e Monochrone Monitor Ile, you need an Apple lle, Apple
Il Plus, or Apple Il personal conputer

« To use an Appl e Monochrome nonitor, you need an Apple I1GS, Apple llc
Plus, or Apple Ilc personal computer. If you have an Apple Ilc Plus or
Apple Ilc, you may al so wish to purchase an Apple Mnitor Stand.

Pi cture Tube
* Appl e Monochronme Monitor Ile
12 inches (30.5 centineters) diagona
Hi gh-cont rast
Anti gl are
90 degrees diagonal deflection
Green Phosphor (EIA Type P31)



* Appl e Monochrone Monitor

12 inches (30.5 centineters) diagonal

Hi gh- cont r ast

Antigl are

90 degrees diagonal deflection
VWi te Phosphor (ElIA Type P4)

Active Display Area

e both nonitors:
215mm hori zontal by 160mm verti cal

Scanni ng

e both nobnitors:
El A standard: 525 |ines; 30 franes,

Scan Rates

e both nonitors:
Hori zontal : 15.7 kil ohertz
Vertical: 59.9 hertz

| nput Si gnal

e both nonitors:

Composite video, 1.0 (+0.1) volts peak-to-peak,

Vi deo Bandwi dt h

e both nonitors:

60 fiel ds/ second;

Less than 3 deci bels down at 10 negahertz

Di spl ay Capability

» Appl e Monochronme Monitor Ile

(remai nder of area is used for

over scan

negative sync

Wth Apple Ile: 560 dots horizontally by 192 dots vertically

* Appl e Monochrome Monitor

Wth Apple Ilc Plus or Apple Ilc: 560 dots horiz.

Wth Apple 11 GS: 640 dots horizontally by 200 dots vertically

Text displ ay

* both nonitors: up to 80 columms by 25 |ines

Hori zontal linearity

e both nmonitors: |less than 10%

Vertical linearity

bor der)

by 192 dots vert.



e both nonitors: less than 7%

Vi deo | nput Connect or

* both nonitors: RCA-style phone jack (75 ohm

Control s
e Appl e Monochrone Monitor Ile
Front: power on/off, contrast
Rear: brightness, vertical hold, height

* Appl e Monochrone Nonitor
Si de: power on/off, contrast
Rear: brightness, vertical hold, vertical anplitude

El ectrical Requirenents
* both nonitors:
Line voltage 108 to 132 volts AC
Frequency 50 to 60 hertz
Power consunption
Typically less than 20 watts
Maxi mum 45 watts

Envi ronnental requirenents

* Appl e Monochronme Monitor Ile
Qperating tenperature: 41 to 104 degrees F (5 to 40 degrees Q)
Maxi mum humidity: 90%
Altitude: 0 to 10,000 ft. (0 to 3,048 m

e Appl e Monochrone Monitor
Qperating tenperature: 32 to 122 degrees F (0 to 5 degrees Q)
Maxi mum hunmi dity: 90%
Altitude: 0 to 10,000 ft. (0 to 3,048 m

Di mensi ons

* Appl e Monochronme Monitor Ile
Height: 10.63 in. (27.0 cn
Wdth: 14.56 in. (37.0 cm
Depth: 12.50 in (31.8 cm
Weight: 18 Ibs. (8.16 kg)

* Appl e Monochrome Nonitor
Height: 10 in. (25.5 cm
Wdth: 12.3 in. (31.0 cm
Depth: 14.3 in (37.5 cm
Weight: 18 Ibs. (8.16 kg)
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