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Article Change Hi story

03/12/93 - REVI SED
e To clarify the on-board RAM confi gurati on.

This article provides the specifications for the Maci ntosh Color O assic
conmput er system
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M cr opr ocessor

« Motorola 68030, clock speed 16 M1z, 16-bit data bus

 Integral PWMMJ (Paged Menory Managenent Unit)

 Socket for optional math coprocessor: 16 Mz floating point unit (FPU)
The Maci ntosh Math Co-processor kit is order number MB775LL/A

« 4MB of RAM on the logic board and two nenory expansion slots for S| Mvs
* RAM expansion to as nuch as 10MB
* RAM di sk software included

St or age

e One built-in Apple SuperDrive 1.4MB fl oppy-disk drive that reads, wites,
and formats Maci ntosh, MsS-DCS, OS/ 2, and ProDOS di sks

e One built-in 80MB SCSI hard-disk drive (O her capacities nmay be offered
in the future.)



* Optional external AppleCD CD-ROMdrive

e Built-in 10-inch (diagonal) color Trinitron CRT

* 512 x 384 pixels (12% nore viewing area than Classic and Classic I1)
* 76 dpi, .26-stripe pitch

e 256 col ors, upgradeable to thousands of colors (see VRAM

VRAM (Vi deo RAM
e 256K al l ows 256 col ors
e 512K all ows 32,768 colors

Interfaces

 AppleTalk built-in

 Internal expansion slot for one Maci ntosh-LC PDS (processor-direct slot)
card

e SCSI interface for up to six external SCSI peripheral devices

e Two serial (RS-232/RS-422) ports

e Two ADB (Appl e Desktop Bus) ports for nmouse, keyboard, and so on

Monophoni ¢ 8-bit digital -anal og conversion, with 22-kHz sanple rate -- capabl e
of driving stereo headphones or other stereo equi pnent through the sound

j ack.

e Built-in omidirectional electret nicrophone

* One nono sound-out port for external audio anplifier or headphones

* One sound-in port for 8-bit nono sound, sanpled at 22 or 11 kHz

Keyboard and Muse

* Appl e ADB Muse |
« ADB Keyboard with nuneric keypad and two-level tilt adjustnent

Cl ock and Cal endar

e Customintegrated circuit with long-life lithiumbattery

Fan

e 9-12 cubic feet/mn. axial; operational flow
 Negative pressure cooling

Di sability Access

* CloseView, Easy Access, and visible beep built in
e Third parties provide alternative input/output devices

Power Requirenents



« Line voltage: 90 to 240 VAC, RMS single phase automatically configured
« Frequency: 47 to 63 Hz
* Power: 100 W naxi mum

ADB Power Requirenents

 Mouse draws 10 nA

» Keyboard draws 25 nA

e Maxi num current draw for all ADB devices: 500 mA
(maxi mum of three ADB devi ces reconmended)

Si ze and Wi ght

Mai n Unit Mouse Keyboar d
Hei ght 14.5 in. (37.0 cm 1.3in. (3.3 cm 1.3 in. (3.25 cnm
W dt h 9.9 in. (25.2 cm 2.4 in. (6.17 cm 16.0 in. (40.53 cm
Dept h 12.6 in. (32.15 cm 4.2 in. (10.73 cm 5.9 in. (15.06 cm
Wi ght 22.5 - 23.2 |hb. 4.0 oz. (0.10 kg) 1.96 I b. (0.89 kg)

(10.2 - 10.5 kg)

Envi r onnent

e Meets SWEDAC MPR-2 requirenments for |ow enissions

e Built-in energy-saving feature

e Qperating tenperature: 50 to 104° F (10 to 40° C

e Storage tenperature: -40 to 116.6° F (-40 to 47° QO
* Relative humdity: 20%to 95% noncondensi ng

Al titude: 15,000 feet (4,722 n) nmaximum

Ordering Information

ML602LL/ A Maci ntosh Color O assic 4MB RAM 80MB Hard Drive
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