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Appl e SuperDrive (External): Specifications (D scontinued)

This article gives technical specifications for the Apple External
Super Dri ve.
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Recordi ng Medi a

« Disk diameter: 3.5 inches
* Recording surfaces: 2

* Number of cylinders: 80

Capacity
e Formatted data: 1.416MB
e Unformatted data: 2.0MB

Drive Characteristics

e Seek tine (track-to-track): 6 mlliseconds maxi mum
e Settle tine: 30 mlliseconds nmaxi num

e Data transfer rates: 500 kil obits per second

e Drive startup time: 600 milliseconds maxi num

Interface
 Apple proprietary interface

El ectrical Requirenents

e +12 volts
o Typical: 185 nillianps
» Peak: 600 millianps

e +5 volts
e Standby: 20 mllianps
e Typical: 220 mllianps



Qperati ng Envi ronnent
e Tenperature: 50 to 104 degrees F (10 to 40 degrees O
* Relative humdity: 5%to 90% noncondensi ng

System Requi renent s

e Any Macintosh Classic or Classic I, Macintosh SE (with upgraded ROVs to
support an internal SuperDrive), Macintosh Ilcx, Macintosh llci,
or Macintosh |Isi personal computer

e Any Apple I1GS, Apple Ilc Plus, or Apple Ile personal conmputer with the
Apple Il 3.5 Controller Card

Si ze and Wi ght
e Height: 2.01 inches (51 nmm
e Wdth: 4.72 inches (120 nm

e Depth: 7.87 inches (200 mm
e Weight: 2.8 Ib. (1.3 kg)

Article Change History
12/ 14/ 92 - Corrected to show which systens can use an External SuperDrive.
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