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This article provides the specifications of the Macintosh Performa 640CD DOS
Conpati bl e conmputer.

DI SCUSSI ON = = = = = = = = = =« o x ot f el

Common Feat ur es

* Run Mac OS and DOS or W ndows software sinultaneously
- applications, ganes and CD-ROMtitles
e Toggl e between operating systems with a keystroke
- single nonitor supports both
 Copy & paste between OS environnents
» Easily share files and folders
« Use Mac conpatible printer and peripherals with both operating systens
e Supports Apple nonitors (H gh Resolution RGB up to Multiple Scan 15) or VGA
and SVGA nonitors

St or age
* 1.4 MB Apple SuperDrive floppy
- Read and wite Mac OS, MsS-DOS, OS/2 and ProDOS di sks
e 500 MB IDE hard drive, 1/3 height
- PCfiles reside in virtual drive container
* Doubl e- speed CD-ROM dri ve

e CommSl ot Ethernet card
- 10 BASE-T, thin, thick, AAU



 Apple Presentation System

Bundl ed Har dwar e

* Apple Miltiple Scan 15 Displ ay

* Appl eDesi gn Keyboard

* Gobal Village TelePort CGold 14.4Kps Fax Mdem

Envi r onment
e Operating Tenperature

- 50° Fto 104° F (10° Cto 40° O
» Storage Tenperature
- -40° F to 116.6° F (-40° Cto 47° ©Q
Rel ative Hum dity
- Operating: 10% RH to 90% noncondensi ng
- Non-operating: 5% RH to 95% noncondensi ng
« Altitude

- Qperating: -1,000 to 10,000 feet

- Non-operating: -1,000 to 40,000 feet

* 19 Pounds (8.6 Kg)

Di mensi ons

* 12.6" X 16.5" X 4.3" (320 mm X 419 mm X 109 nm)

El ectrical Requirenents

e« Line voltage: 100-240 volts AC, RMs, single-phase, nom nal
e Frequency: 50-60 hertz (Hz)

 Power consunmption: 45 watts nmaxi mum not including nonitor

ADB Power Requirenents

e Maxi mumcurrent draw for all ADB devices is 500 millianperes (nmd) (a maxi mum
of three Apple Desktop Bus devices is recommended)

e Mouse draws up to 10 mA

* Keyboard draws 25-80 mA (varies wth nodel).

e Front headphone jack

e Front controls for vol une
e Infrared renpte control

* Power on/off from keyboard

Maci nt osh Feat ur es



68LC040 r
8 MB RAM

unni ng at 66/33 MLz
st andar d

4 MB on logic board, 4 MBin SI M

- Expandable up to 52 MB (32 MBin one SIMM 16 MB in other)

- Two 72-
- Expand

pi n SI MM socket s
single SIMM at a tine

- 80 ns or faster

1 MB ROM

Expansion & Ports

Vi deo-in
TV tuner

slot (Optional)
slot (Optional)

Conmuni cati ons sl ot
SCSlI, two serial, ADB, sound-in, sound-out

I nt er nal

LC Conpati bl e 68030 processor-direct slot (PDS) with installed

DCOS- Conpati bility Card*

1 MB DRAM vi deo frame buffer
16-bit color at 640x480, 8-bit color at 800x600, 832x624
e Supports video in a wi ndow with optional card

8- bit nmonophoni ¢ sound i nput

8-bit stereophonic sound output (16-bit CD stereophonic playback)
Sound input port for optional m crophone or |ine input

Two sound output ports, level nonminally 0.5 volts RVMS into 39 ohns

I nt er nal

port

speaker, nuted whenever a plug is inserted into either sound output

Mac OS System 7.5.1 with Apple Guide, AppleScript, PC Exchange

At Ease

Third-party software bundl es

Anerican Heritage Dictionary

G ari sWrks

Qui cken

MacLi nk Pl us/ Easy Open Transl ators
Cick Art Performa Collection
MacGal lery Cip Art Treasure Pak
Expresso

Zip Zap

Tel ePort Gold Il for Performa

Tel ePort Modem Legend Tour



CD bundl es

« TIME Al manac Reference Edition
e CardShop/ Sti cker Shop Pl us

« 3D Atl as

1995 Goiler's MM Encycl opedi a
e Club KidSoft

DCOS/ W ndows Feat ur es

e 486 DX/ 2 running at 66 Mz
* 4 MB RAM standard on SI MM
- Expand up to 32 MB
- One 72-pin SI W socket
- 80 ns or faster
 DVA for shared-nmenory support provided through Mac OS system sof tware

Net wor ki ng

* Included ODI driver supports Novell NetWare |IPX and TCP/IP protocols

e SoundBl aster 16 conpati bl e audi o out

e Joystick (DB-15)

e Serial ports emulate PC serial interface (COVL, COWR)

e Printer port enulates parallel port (LPT1) supporting PostScript, Epson and HP
PCL-style printer drivers

e 512K DRAM vi deo frane buffer
e 8-bit color at 640x480
- 4-bit color at 800x600
* Supports VGA, SVGA, EGA, CCGA standards

Sof t war e

e DOS 6.22 and Wndows 3.1 included
¢ SoundBl ast er

*Not e: The Maci ntosh Performa 640CD DOS Conpati bl e conputer is not upgradeable

to a Power PC processor. The DOS Conpatibility Card is installed in the single
PDS sl ot .
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