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Article Created: 1 Cctober 1993

This article describes display options for the Maci ntosh LC 475 conputer
system
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512K VRAM in SIMw (for 256 colors) is standard. VRAMis expandable to 1MB for
32,000 col ors.

The Maci ntosh LC 475 works with all Apple and many third-party displays from
12-inch to 21-inch, including portrait displays and VGA nonitors. Some
exanpl es:

e Maci ntosh 12" RGB Di spl ay

with 512K of VRAM
512 by 384 pixels with 1, 2, 4, 8, or 16 bits per pixel
(thousands of col ors/ 256 grays)

with 1MB of VRAM
512 by 384 pixels 1, 2, 4, 8, or 16 bits per pixel
(t housands of col ors/ 256 grays)

e Maci ntosh 12-inch Monochrome Display, AppleColor H gh-Resol ution Mnitor
(13-inch), and Maci ntosh Col or Display (14-inch)

with 512K of VRAM
640 by 480 pixels with 1, 2, 4, or 8 bits per pixel
(256 col ors/ 256 grays)

with 1MB of VRAM
640 by 480 pixels 1, 2, 4, 8, or 16 bits per pixel
(t housands of col ors/ 256 grays)



e Maci ntosh Col or Display
with 512K of VRAM

640 by 480 pixels with 1, 2, 4, or 8 bits per pixe

(256 col ors/ 256 grays)

with 1MB of VRAM

640 by 480 pixels 1, 2, 4, 8, or 16 bits per

(thousands of col ors/ 256 grays)
e Macintosh Portrait Display (15-inch)
with 512K of VRAM
640 by 870 pixels with 1, 2, or 4 bits per
(16 grays)

with 1MB of VRAM
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640 by 870 pixels 1, 2, 4, or 8 bits per pixe

(256 grays)
e Maci ntosh 16-inch Col or D splay

with 512K of VRAM

832 by 624 pixels with 1, 2, 4, or 8 bits per pixe

(256 col ors/ grays)

with 1MB of VRAM

832 by 624 pixels 1, 2, 4, 8, or 16 bits per

(t housands of col ors/grays)
e Macintosh 21-inch Col or Display

with 512K of VRAM

1152 by 870 pixels with 1, 2, or 4 bits per

(16 col ors/grays)

with 1MB of VRAM
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1152 by 870 pixels 1, 2, 4, or 8 bits per pixe

(256 col ors/grays)

* VGA Mnitors (with a special adapter cable)

with 512K of VRAM

640 by 480 pixels with 1, 2, 4, or 8 bits per pixe

(256 col ors/ 256 grays)

with 1MB of VRAM

640 by 480 pixels 1, 2, 4, 8, or 16 bits per

(thousands of col ors/ 256 grays)
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O her Apple and non-Apple nonitors may al so be supported, if used in

conjunction with expansion cards or adapters.
service provider for details.

See your authorized Apple
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