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VWhat are the port pinouts on the Macintosh Centris 610, Macintosh
Centris 650, and Maci ntosh Quadra 8007

The information in this article relative to the Centris 610 and Centris 650 is
al so relevant to the Quadra 610 and Quadra 650.
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The ports supplied with the Centris 610, Centris 650, and Quadra 800 are sinilar
to those supplied with previous Macintosh nodels. (Note that Ethernet is an
option on the Centris 610 and Centris 650.

Vi deo out port Pinouts
Red Vi deo Ground
Red Vi deo
Conposite Sync.
Monitor ID, Bit 1
G een Video

Green Video G ound
Monitor ID, Bit 2
No Connecti on

Bl ue Vi deo

Monitor ID, Bit 3
CSYNC and VSYNC G ound
Vertical Sync.

Bl ue Ground

HSYNC Ground

Hori zontal Sync.
Shell Chassis G ound
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Serial ports (printer and noden)
Handshake Qutput DIR
Handshake | nput CTS
Transmit Data (inverted)

G ound

Recei ve Data (inverted)
Transnmt Data

No Connection

Recei ve Data

co~NOoO Ok, WNPR

Ext ernal SCSI port

1 Request

2 Message

3 | nput / Qut put
4 SCSI bus reset
5 Acknow edge
6 Busy

7 G ound

8 Data bit O
9 Ground

10 Data bit 3
11 Data bit 5
12 Data bit 6
13 Data bit 7
14 G ound

15 Comand/ Dat a
16 Ground

17 Attention

18 G ound

19 Sel ect

20 Data parity
21 Data bit 1
22 Data bit 2
23 Data bit 4
24 G ound

25 Ter m nat or power

1 ADB Dat a

2 No Connection — reserved
3 +5 volts

4 Ground

Et hernet port (Standard on Quadra 800, optional on Centris 610 & Centris 650.)

1 No Connecti on



Data Rcv A (RD-A)

Data Rcv B (RD B)

Vol tage Return (RTN)*
Control In A (Cl-A
Control In B (Cl-B)
+5V @ £375 mA*

+5V @ £375 mA*
Transmit Data A (TD-A)
Transmt Data B (TD- B)
Vol t age Return (RTN)*
Reserved (RSV)
Reserved (RSV)

No Connecti on

Shi d Shi el d Ground (G\D)
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Sound out port

« Sleeve Gound
 Ring Ri ght .75 volt peak-to-peak audio signal right channel
 Ring Left .75 volt peak-to-peak audi o signal |eft channel

M cr ophone port

e Sleeve Gound
 Ring +8 volts
e Tip I nput
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