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LaserWiter Pro 810: Installing on Al pha/ Open VM5 (5/94)

Is there a specific version of the LaserWiter Pro 810's VMS install program for
OpenVMS? Al so, do you have a file PROB10V1. SYS generated and conpatible with
OpenVMS?

DI SCUSSI ON = = = = = = = = = = x = f ot o m ot o e e el

Currently, there is no version of the LaserWiter Pro 810 VM5 install for
penVMS.  In terns of a file PROBLOVL. SYS conpati ble with OpenVMS, we do not
have one. This file is actually not needed as the "net |oad" feature of the
LaserWiter Pro 810 is not utilized. Al of the information needed to boot the
printer is already in its ROM.

You can get the LaserWiter Pro 810 to work with QpenVMS by bypassing the VMS
install procedure and performthe foll ow ng conmands:

1) Run backup to unpack saveset in the sane directory as it is in currently
(generally this would be sys$comon. [decserver] or [decserver.apple] if
usi ng nontl oad) .

2) Run psform

3) Run appl equeue (he will need last 6 digits of ethernet address and a
uni que LAT #).

For renpte LAT adm n:

1) Enter "nt ncp" at the vns pronpt

2) Then "connect via 'svao' physic addr 'ethernet address

3) password= "access"

4) a "#" pronpt indicates that a terminal session has been established with the
printer.



To make changes in the printer's server card, get into the printer's RCF (renmote
console facility) and login in superuser node ("su";password="systeni).
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