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Datec PAL 212SA nodem Using it with all Apples

Modem t ype
AT&T 103/ 212A series; 1200, 0-300 bps.

I nstruction set used:
Ful Iy HAYES conpati bl e.

Har dwar e confi gurati on:
Ten LED indicators on front panel give nodem and data status. |nterna
menory allows up to 10 user phone nunbers to be stored. Modem runs off of
external plug-in power supply. Internal junpers and switches allow the
nodemto be hard-wired to any specific configuration otherw se supported by
the conmand set. Built-in speaker is used to nonitor operation and
di agnosti cs.

Sof t ware confi guration:
M croprocessor controlled intelligent modemw th nunber storage, auto-dial
and aut o-answer functions.

Interface type:
RS- 232 DB- 25S (DCE) connector, full or half duplex operation

Modem i nt erface packages, by conputer:

Apple Ile (Super Serial card):
Access |l or other term nal software; straight through DB-25 cable
interface (serial card configured as DTE equi prent) for hardware
connecti on.

Apple Ilc nodemelinnator cable for hardware connection

Apple 111:

Access |1l or other term nal software;. straight through DB-25 cable for
har dwar e connecti on

Maci nt osh:
MacTerm or other term nal software; Macintosh to Imagewiter cable with



nodem el i m nat or cabl e for hardware connecti on.

Maci nt osh XL:
MacTerm or other term nal software; straight
har dwar e connecti on.
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