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You can serially connect any of the following printers to any Maci ntosh on the
network and set up an A/ UX spooler on that system even w thout AppleTal k and
Laser Shar e:

- LaserWiter

- LaserWiter Plus
- LaserWiter IINT
- LaserWiter IINTX
- InageWiter

- ImageWiter |1

- lmageWiter LQ

O her A/ UX Maci ntosh conputers will then have access to the printer via renote
conmands.
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Maki ng the Connection

1. Connect an Apple Ile Modem 8 cable to the DB-25 port on the printer. The
ImageWiter Il and InageWiter LQ require an Apple System Peripheral 8 Cable.
(Search the Technical Info DataBase on "A/UX and printer and cable" for nore
i nfornmati on on the various cables you can use.)

2. Connect the mni-circular 8 end to the printer port on the Macintosh (ttyl)
only.

3. Adjust LaserWiters to Serial Settings (ImageWiter LQ may al so need to be
reset fromdefault):



a. LaserWiter and LaserWiter Plus:
When hooking up serially, the switch in the back of the LaserWiter or
LaserWiter Plus MJST be turned to 9600 baud (as opposed to Appl eBus).
Wt hout special serial drivers that can conmuni cate PostScript, files
cannot be printed fromw thin the Maci ntosh Operating System without
swi tching the Baud to Appl eBus and the cable to Appl eTal k.

(For additional information, see the A/UX Local System Adm nistrati on nanual
chapter on "Managing Printers, Terminals and Modens".)

b. LaserWiter IINTX
Set the dip switches on the back to:
1, 2 down (1l:up and 2:down will al so work)
4-6 up
On powerup, the test page should indicate Postscript at 9600 Baud

NOTE: On some NTX prototypes, the settings should be reversed: down
i nstead of up. Reverse the switch directions if the test page
reflects a difference. (For additional information, consult the
LaserWiter Il Omer's Guide.)

c. LaserWiter IINT:
Set the dip switches on the back to:
1 up
2 down

On powerup, the test page should indicate Postscript at RS-232 9600 Baud.

NOTE: On some NT prototypes, the settings are reversed; that is, down
i nstead of up. Reverse the switch directions if the test page
reflects a difference (for additional information, consult the
LaserWiter Il Omer's Guide).

d. ImageWiter LQ
A/ UX software additions nust be nade if you wish to use the 19200 Baud
i nstead of 9600 Baud. (See Spooling below for 19.2K setup
i nstructions) For 9600 Baud the dip switches are: set 2: 1,2 closed
for 9600.

Spool i ng

The conplicated and tine-consuni ng chore of setting up a spooler is reduced to
an invaluable shell script that will autonmatically set up the entire spooling
system by sinply naming the printer and the port to which it is attached.

"ADD | WIlmgeWiter ttyl" will set up an ImageWiter | or Il (or 9600 Baud
I mgeWiter LQ see *** below) spooler with the nane "I nageWiter"

"ADD LW LaserWiter ttyl"will set up any LaserWiter spooler with the nane
"LaserWiter"

"RM PR printername” will renove that spooler



NOTE: |f you have jobs in the queue destined for that printer, you will not be
able to renove it until you renobve the jobs ("cancel request _id(s)"). This wll
happen i f you di sconnect the printer while it still has jobs it hasn't printed
yet, or is unable to print.

NOTE: A/ UX Rel ease 1.0 does not contain Ip interface software for 19200 Baud
printers. If you want to use the LQ at 19200 Baud foll ow the directions bel ow
1. Copy the ImageWiter nodel (located in "/usr/spool/lp/nodel") to iwl9.2

2. Edit by adding 19200 to the "stty" comand.
3. Save it.
4. Copy the file "/usr/spool/|p/ ADD | WM9.2" to "/usr/spool/|p/ADD | W9. 2"

5. Substitute InageWiter for iwl9.2 in the /usr/spool/Ip/ADD | W9. 2 by
":1,%s/ I mageWiter/iwl9. 2/".

You will now have a 19.2 interface. Wien you wish to use the LQ at 19200 Baud
i ssue the command, "lp -diwl9.2 fil enane"

If the dip switches are set to 9600 Baud issue the command, "Ip -diw fil enane"
(I'f InmageWiter is your default, the -d option is unnecessary)

Renote Printing

If you are on an Ethernet system issue the command:

"cat nyfile | renmsh PrinterNodeNanme | p printernane"
wher e:

"nyfile" is the file you wish to print.

"PrinterNodeNane" is the hostname of the A/UX systemthat has the
printer attached.

"printernanme" is the name you have assigned to the printer (such as
LaserWiter with the ADD LaserWiter conmand).
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