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Hayes U tra Mbdem Back To Back Connect (7/93)

Can you provide ne with the configuration strings to set up a pair of Hayes
Utra 9600 or 14.4 nodens to do back to back connections for denmp purposes?
The problemis to set the nmodens up to connect without having to get two
phone lines installed when doing denps. |'mlooking for a detailed script
for setting a denp system up wi thout using an expensive "nodem elim nator"
box. Any hel p?

DI SCUSSI ON = - = = = = = =« = = x w o m ot o md e

Sure, you can do that by setting themup in | eased |ine node and j ust
running a regular phone cord fromthe line jack on one to the line jack on
the other. This will work fine as long as you aren't going nore than a few
feet. Here's howto setup for |eased |ine node:

To set two Utras up for leased |ine, take the foll owi ng steps:

1) Designate one nmbdem as "answering" and the other as "originating". It
doesn't matter which is which, or where each is placed, but one nust
generate answer tone while the other is in originate node.

2) Send the answering nodemthe follow ng string:
AT&F&L1S0=1&Y&W

3) Send the originating nodemthe follow ng string:
AT&F&L1&Y&W

4) On both nodens, set dip switch nunber 1 to the down position. This
shoul d be done *after* you've sent the above setup strings. The
remai ning 3 switches stay in the up position. You'll find the dip
switches on an Utra underneath the front face plate just to the left of
the Iights.



That's it. You can test this configuration by hooking the nodenms up back
to back. By that, | mean take the telco cable that came with the nodem and
run it fromthe line jack on one nodemto the line jack on the other. Wen
you power the nodens on, they should sync up and get a carrier with each

ot her.
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