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This article describes installing and configuring the software needed for the
Appl e PClI Token Ring Card.
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Har dwar e

PCl - Based Power Maci ntosh Conpatibility

The Apple PCl Token Ring Card will work with and is supported by:

Power Maci ntosh 7200/ 100 and 7200/ 120 computers

Power Maci nt osh 5400 Performa computers

Power Maci ntosh 7500, 7600, 8500, and 9500 series conputers
Wor kgroup Server 7250

Wor kgroup Server 8550 series conputers

I nconpatible Wth DOS Conpatibility Card

At this tinme, the PCl Token Ring card is not conpatible with the PCl DOS
Conpatibility card. Apple Engineering is investigating this issue.

Sof t war e

This section provides instructions for installing the software in a Mcintosh
conputer. You can al so use the Apple PCl Token Ring Card with other network



systems, such as Netware and Al X. Be sure to see the docunentation that cones

wi th your conputer for details about installing and setting up the card's driver
software. To use your Apple PCI Token Ring Card with a Maci ntosh conputer, that
conput er nust have system software version 7.5.3 (or a later version) and at

| east 8 nmegabytes (MB) of randomaccess nenory (RAM.

System 7.5.3 Installer

I f your conputer does not already have system software version 7.5.3 (or a later
version) installed, you nust install this version before using the PCl Token
Ring Card. A CD-ROM containing version 7.5.3 is included with the card.

Step 1
Quit any open applications or desk accessories.

Step 2
Insert the CD-ROM di sk in your Mcintosh and double-click the disk's icon to
open it.

Al systemsoftware files are conpressed. The Installer programw || expand them
during installation. Do not drag themto your hard disk.

Step 3
Doubl e-click the Install System Software folder to open it.

Step 4
Doubl e-click the Install System Software icon to open it.

Step 5
When you see the Installer's welcome screen, click Continue.

The Easy Install dial og box appears. These instructions cover the Easy Instal
process, which is suitable for nbst Macintosh users. |If you know exactly which
components of system software you want to install, you can use the Custom
Install option (by choosing CustomlInstall fromthe pop-up nmenu, then selecting
the items you want to install).

Step 6
Make sure the destination disk indicated on the screen is the one on which you

want to install system software.

If the wong di sk nane appears, click the Switch Disk button until the correct
di sk nane appears.

Step 7
Cick Install.

The Installer updates the software in the System Fol der on your hard di sk.

Step 8
Foll ow the instructions on the screen

On-screen nmessages report the installation status. The installation procedure



may take several m nutes.

Step 9
VWhen installation is conplete, restart your conputer.

If for some reason the procedure was not successful, try the procedure again.

Token Ring Driver Installer

To install the card's Token Ring driver software on your Macintosh conputer, you
need to use the Installer programon the Network Driver Installer disk, included
with your card. For safety, nake sure the Installer disk is |ocked before you
use it. To lock a disk, slide the tab on the back side so that the square hole
is open. Keep the installer disk after installation in case you need to
reinstall Token Ring software sone tine in the future. To install the driver
sof t war e:

Step 1
Insert the Network Driver Installer disk in your Macintosh and double-click the
disk's icon to open it.

Step 2
Open the Installer program review the wel come screen, and click Continue.

The Easy Install dial og box appears.

Step 3
Make sure that the disk indicated on the Installer's dialog box is your current
startup disk, and click Install.

If you see a nessage indicating that the software cannot be installed while
ot her prograns are running, click Continue.

Step 4
When you see a nessage reporting that the installation was successful, click
Restart.

Bef ore you can use services on a Token Ring network, you need to select the
Token Ri ng network connection for your startup disk. Myve ahead to the
Configuration section of for nore information.

Configuration

Configuring the Systemfor Token Ring In this section, we will cover the steps
necessary to configure your Mcintosh conmputer's network connections for use
with your newy installed PCl Token Ring Card, System 7.5.3, and the Token Ring
sof t war e.

Appl eTal k Set up

A Maci ntosh conmputer's network connection is preset for Local Tal k connected to



the printer port. To connect to a Token Ri ng network using AppleTal k, you need
to change the settings in the Appl eTal k control panel. Follow these steps:

Step 1
Choose Control Panels fromthe Apple nmenu.

Step 2
Doubl e-click the AppleTal k control panel to open it.

Step 3
Choose Token Ring fromthe popup nenu.

If you have nore than one card, choose the one you want to use for an Appl eTal k
connection. If you see a nessage that an error occurred, click OK and nake sure
that your conputer is connected to the Token Ri ng network.

Step 4
Cick Save to save the changes you nmade in the AppleTal k connecti on.

Step 5
If you see a pop-up nenu that |ists zones, select the zone you want, then click
XK.

If your network has been set up to allow you to choose a zone but you have not
yet done so, the nmenu lists choices, with your designated zone sel ected. The
zone you sel ect determines the default |ocation for any network services

provi ded by your conputer and listed in the Chooser (such as file sharing).
Bef ore you select a zone different fromthe one already highlighted, consult
your network adm ni strator.

Step 6
Cl ose the AppleTal k control panel.

Step 7
Check that the LED light on the card, above the Token Ring port, is working
properly.

You are now ready to use AppleTal k services avail able on your Token Ring
net wor k.

TCP/ I P Set up

To connect to a Token Ring network using TCP/IP, you need to change the setting
in the TCP/IP control panel. Follow these steps:

Step 1
Choose Control Panels fromthe Apple menu.

Step 2
Doubl e-click the TCP/IP control panel to open it.

Step 3
Choose Token Ring fromthe popup nenu.



If you have nore than one card, choose the one you want to use with TCP/IP. If
you see a nessage that an error occurred, click OK and nake sure that your
conputer is connected to the Token Ri ng network.

Step 4
Configure the remaining options in the control panel and check with the network
adm nistrator if there are any questi ons.

Step 5
Cick Save to save the changes you made in the TCP/I P connecti on.

Step 6
Close the TCP/IP control panel.

Step 7
Check that the LED |light on the card, above the Token Ring port, is working
properly.

You are now ready to use TCP/IP services, such as Macl P, on your Token Ring
net wor k.
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