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1. Does the LaserWiter Bridge 1.0 software work with Appl eShare print server?
2. Can | print to a printer on Local Tal k captured by an Appl eShare Print Server
on Ethernet using the LaserWiter Bridge 1.0 software bridge?
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1. Question: Does the LaserWiter Bridge 1.0 software work with Appl eShare print
server?

Answer: The LaserWiter Bridge v1.0 and Appl eShare Print Server 4.x were not
tested together running on the sanme Maci ntosh and do not work together. O her
Appl e options include running LaserWiter Bridge on another client, using
McroPrint (the hardware Ethernet to Local Tal k bridge), or running Apple
Internet Router on your print server.

2. Question: Can | print to a printer on Local Tal k captured by an Appl eShare
Print Server on Ethernet using the LaserWiter Bridge 1.0 software bridge?

Answer: The synptom you described is due to a limtation of the LaserWiter
Bri dge software, assuming the print spooler is on the Ethernet segnent and you
have di sabl ed Bypass printing.

Three wor karounds are:

A. Place the spooler on the sane Local Tal k segment the printer is |ocated
on.

B. Enabl e Bypass printing allow ng Maci ntosh conputers and the spooler to
print to the LaserWiter.

C. Use the Local Tal k Bridge.

Background:
The Local Tal k Bri dge enabl es devices of "Type" LaserWiter on the Local Tal k



segment to be available to devices on the EtherTal k segnment. \Wen you capture a
printer with the Appl eShare Print Server (or possibly other spool ers) and

di sabl e Bypass printing, the spooler instructs the printer to change its Type to
Laser Shared; thereafter, the printer only responds to NBP LkUps with Type

Laser Shared whi ch coincidentally only spoolers with Bypass disabled typically
use. This forces users wishing to print to a printer having a Type of

Laser Shared to use the spooler that captured it. However, since the bridge does
not pass any packets to devices except to those with a Type of LaserWiter, the
spool er on Ethernet will not be able to access the printer either

To recover froma spooler changing the printer Type to Laser Shared, power the
printer off and back on, delete and reinstate the print queue with Bypass

printing enabled or use one of the other workarounds above.

Not e:
This applies to all versions of LaserWiter Bridge up to and including v2.0.1.
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